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Our history

Founded over 100 years ago by a guy who saw a need to fill, 
Chicago Pneumatic has a strong history of constantly looking for 
new ways to meet your needs, today and tomorrow.

Way back in 1889 John W. Duntley realized that construction workers 
in particular had a need for many tools that weren’t yet available. He 
founded Chicago Pneumatic Tool Company and set out on a lifelong 
mission to provide all types of industries and companies the tools 
necessary for their success.

Over the years Duntley grew the company through product innovation, 
always insisting on product quality and reliability. The name Chicago 
Pneumatic became known and appreciated by workers around the 
world for durable, reliable tools that made tough jobs easier and were 
designed to meet specific needs.

Today, Chicago Pneumatic is a global brand that offers 
products for almost every industry and countless 
applications. And we’re proud to say Chicago Pneumatic 
still stands for reliability, durability and customer value.

Building on success 
Whether you maintain a fleet of trucks or 
manufacture windmills, your experience 
of our compressors, tools and equipment 

is key to our product development and 
continued success. It is our mission to 
keep you productive at all times.

	 1901	 First single-valve pneumatic hammer

	 1904	 First electric tools and railway speed 
recorder

	 1910	 Quarry drills

	 1911	 Engines for cars and trucks

	 1912	 Simplate valve

	 1912	 Two-cycle semi-diesel engine for 
compressors

	 1925	 Rotary oil-well drilling equipment

	 1925	 Engine manufacturing

	 1939	 First impact wrench

	 1943	 “Rosie the Riveter” appears in 
this “We Can Do It” image and 
on Norman Rockwell’s famous 
Saturday Evening Post cover, 
holding a Chicago Pneumatic 
riveting hammer on her lap.

	 1957	 Portable broach puller,
construction impact wrenches

	 1960s	 Tools customized for Boeing 737 
and 747, Lockheed L1011 and C5A, 
Douglas DC-10, new Concorde

	 1971	 Crimpnut tool - a breakthrough in 
critical joints for vehicle assembly

	 1970s	 Patented two-jaw clutch for impact 
wrenches

	 1981	 CP341 Pneudraulic riveter

	 1990	 CP789H reversible drill, CP828H 
ratchet, CP854 angle grinders

	 2000	 Governed, oil-free grinders

	 2007	 Magnesium & composite impact 
wrenches

	 90s	 Hundreds of application specific 
products for construction, 
demolition, vehicle maintenance, 
heavy equipment maintenance, 
manufacturing and other industries

	 2010	 The new Chicago Pneumatic is born.

Decades
of innovation
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Our product offer

Our focus on your industry

Chicago Pneumatics is the perfect partner for industrial projects with 
piston compressors, rotary screw compressors, and compressed air 
solutions for a wide range of applications and the automotive industry. 
We also offer hundreds of tools designed to meet specific needs of 
the industry: impact wrenches, ratchet wrenches, screwdrivers, drills, 
grinders, sanders and polishers, cutting tools, and a whole lot more.

Our focus on construction

Chicago Pneumatic is also active in the construction business. with 
portable compressors and generators. All are built to withstand tough 
conditions. They are easy to move and ideally suited for construction 
site use. Also construction tools (handheld hydraulic, pneumatic and 
petrol-driven tools, rig-mounted hydraulic breakers), light compaction and 
concrete equipment are part of our construction offerings.

Check our full offer on www.cp.com



High performance 
products

At Chicago Pneumatic, quality is a priority! We are constantly 
optimizing our products to offer you the right compressed air solution 
to get the job done. 

To guarantee high performance, strict testing and quality inspections 
are conducted throughout production, delivery and post sales. All 
products are thoroughly tested in the Chicago Pneumatic production 
sites to pass EC certifications according to ISO Standards. 

Our products provide: 

•	 Performance in the most important ways - air flow, energy efficiency...
•	 Durability of materials at the value you are looking for 
•	 Operator comfort thanks to design features that reduce noise, 

vibration, etc.

Designed for you!

Chicago Pneumatic products get a new look! 

While maintaining the performance of our products, their aesthetics 
have been redesigned with a new black and red color code that 
reflects both power and elegance of our products.
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The right compressed air 
solution for every garage

From the smallest quick fix task to the largest truck tire service 
garage, Chicago Pneumatic keeps your business running just the way 
you want it. 

Then Chicago Pneumatic has since decades a heart for the 
automotive industry: we understand the needs of maintaining and 
repairing cars. We do not only have the right powerful tools, we 
also develop, produce and provide the right compressed air and 
aftermarket solutions that meet your toughest demands as an 
automotive professional. 

Your efficiency and productivity, our bottom line. 

Check our full offer on www.cp.com



The 10 things you should 
consider when buying a 
compressor

When you consider buying a compressor, the offer is wide and can 
appear quite complex. Here are 10 basic rules to help you finding the 
compressor that suits your needs.

1. Determine your type of use: DIY, professional or industrial

You just occasionally fix small things at home? Or you rather need 
continuous air flow to keep different applications ruling in your factory?

2. Define the tools you will work with to define the total Free 
Air Delivery requirements (FAD). FAD is often expressed in 
CFM (cubic feet per meter) or l/m (liter per minute)

Blowing up your mountain bike tires requires much less air flow and 
pressurethan working with a professional spray gun. To select the right 
compressor, you need to know the total CFM of all your individual air 
applications. Add an additional margin of 25% to cover inefficiencies in your 
network and future growth. FAD is the most important selection criterium.

required CFM = (CFM tool 1+ CFM tool 2 + CFM tool n) + 25% of total CFM

3. Define your frequency of use: occasional – intermittent – 
frequent

Piston compressor technology is suitable for many occasional and 
intermittent users. Frequent users will benefit from cast iron piston and 
screw compressor technology.

4. Define the spacing requirements of your machine: fixed, 
moveable, remote device and horizontal or vertical vessel

For easy moving around your compressor, look for comfortable handles and 
wheels. For remote service, consider an engine driven compressor. Always on 
the same spot? Go for comfort vibration dampers and a wide stable base. If 
you have reduced workspace, consider a vertical vessel.

10
-1

2 
C

FM

3-
4 

C
FM

11,3 CFM 12 CFM

8



5. Define the comfort you need in terms of noise level

With a separate compressor room and an air network, there are less 
requirements considering the compressor noise level. If you want to position 
your device close to your working area, silenced compressors are ideal for you.

6. Define your electrical requirements

Check if you need a 1 phase or 3 phase compressor. When you have 
variable flow requirements and more than 5 minutes load, consider a 
frequency driven compressor. Most of the time, your air consumption will not 
be constant, so you can gain a lot on energy efficiency.

7. Define your vessel size

For an average use of your selected compressor type, the standard 
proposed vessel size suits the needs, as compressor design is based on 
years of experience.

8. Define the accessories you need

You have delicate air equipment or care extra about the environment, so you 
need special clean or dry air? Quality Air solutions like dryers and filters exist 
in many forms, separate or integrated if you require moisture free air.

9. Check the quality label

For an optimal return on investment, look for guarantees, like ISO conformity 
and genuine parts so you can enjoy a long, safe and efficient lifetime of your 
compressor.

10. Check ease of maintenance, parts and service availability

Check serviceability of the device, service intervals and if easy access to 
genuine parts and services is garanteed.

You want to verify your choice? Our team is ready to support you with 
their professional advice on Chicago Pneumatic compressors.

Check out your nearest contact at www.cp.com



Your service garage,
our offer.
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Piston compressor
mounted on vertical receiver
Airnet
Pneumatic tools



Your body workshop,
our best fit.

Screw compressor with integrated dryer
mounted on horizontal receiver
Airnet
Pneumatic tools

Check out from page 54



The quick fix device
Direct driven oil lubricated compressors

Short tasks to complete and small things to repair? These DIY 
compressors match your demands

•	 Small size, outstanding results
•	 Perfectly moveable thanks to the large handle and big wheels
•	 Improved performance and extended service life due to splash 

lubrication
•	 Safety first with thermal overheating motor protection

Suited for mobile workbench

Partnumber Type Comp. Liters l/m cfm m3/h HP kW rpm volt/Hz phase bar psi L x W x H (mm) kg/Lb

4116022801 CPRA 224 FC2 MS 1 24 222 7,8 13,3 2,0 1,5 2850 230/50 1 8 116 600 x 255 x 590 26/57

4116022802 CPRA 250 FC2 MS 1 50 222 7,8 13,3 2,0 1,5 2850 230/50 1 8 116 810 x 300 x 680 36/79

4116022806 CPRA 224 F1 241 MS 1 24 240 8,5 14,4 2,0 1,5 2850 230/50 1 8 116 600 x 255 x 590 24/53

4116022807 CPRA 250 F1 241 MS 1 50 240 8,5 14,4 2,0 1,5 2850 230/50 1 8 116 810 x 300 x 680 34/75

Blowing gun
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CPRA 224 FC2 MS

Light handling Easy to move

Large fin, great cooling, 
less wear

Easy to move

CPRA 250 F1 241 MS

Technology Piston 8 bar

Use Short time duty

Air quality Standard

Noise level Standard

Vessel size 50l

Technology Piston 8 bar

Use Short time duty

Air quality Standard

Noise level Standard

Vessel size 24l

Partnumber 4116022801

Partnumber 4116022807

DIY



The light and 
oilless range
Direct driven oilless compressors

Compact and trouble free use for smart car and home 
maintenance tasks

•	 Oilless units, so no worrying about spilling oil or complicated 
maintenance

•	 Safety first thanks to thermal overheating motor protection
•	 Ergonomical handle and big wheels for light transportation
•	 Ultimate comfort with silenced version

Suited for mobile workbench

Partnumber Type Comp. Liters l/m cfm m3/h HP kW rpm volt/Hz phase bar psi L x W x H (mm) kg/Lb

4116022803 CPRB 16 OM200 PS 1 6 130 4,6 7,8 1,0 0,7 1450 230/50 1 8 116 530 x 210 x 540 15/33

4116022804 CPRB 26 OM231 PS 1 6 230 8,1 13,8 2,0 1,5 2850 230/50 1 8 116 530 x 210 x 540 15/33

4116022805 CPRB 224 OM231 MS 1 24 230 8,1 13,8 2,0 1,5 2850 230/50 1 8 116 600 x 255 x 590 21/40

Spray paint gun
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CPRB 26 OM231 PS

Easy and ergonomic 
transportation

No oil spillage

Easy to pullEasy to move

CPRB 224 OM231 MS

Technology Piston 8 bar

Use Short time duty

Air quality Oilless

Noise level Standard

Vessel size 24l

Technology Piston 8 bar

Use Short time duty

Air quality Oilless

Noise level Standard

Vessel size 6l

Partnumber 4116022804

Partnumber 4116022805

DIY



Easy robustness
Belt driven 1 stage compressors

Easy, but efficient and powerfull for more demanding use

•	 Safety first with robust metal belt guard
•	 Large fins, great cooling, less wear
•	 Great moveability thanks to front pivot wheel on larger units
•	 Efficient power with MEC 80 electric motor

Suited for mobile workbench

Partnumber Type Comp. Liters l/m cfm m3/h HP kW rpm volt/Hz phase bar psi L x W x H (mm) kg/Lb

4116022808 CPRC 250 NS11I MS 1 50 234 8,3 14,0 2,0 1,5 1500 230/50 1 10 145 805 x 365 x 690 48/106

4116022809 CPRC 250 NS11I MT 1 50 234 8,3 14,0 2,0 1,5 1500 400/50 3 10 145 805 x 365 x 690 48/106

4116022810 CPRC 290 NS11I MS 1 90 234 8,3 14,0 2,0 1,5 1500 230/50 1 10 145 985 x 395 x 820 62/136

4116022811 CPRC 290 NS11I MT 1 90 234 8,3 14,0 2,0 1,5 1500 400/50 3 10 145 985 x 395 x 820 62/136

Impact screwdriver CP2036
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CPRC 250 NS11l MS

Safe and robust Easy maintenance

FlexibilityMoveability

CPRC 290 NS11l MS

Technology Piston 10 bar

Use Short time duty

Air quality Standard

Noise level Standard

Vessel size 90l

Technology Piston 10 bar

Use Short time duty

Air quality Standard

Noise level Standard

Vessel size 50l

Partnumber 4116022808

Partnumber 4116022810

Partnumber Type Comp. Liters l/m cfm m3/h HP kW rpm volt/Hz phase bar psi L x W x H (mm) kg/Lb

4116022808 CPRC 250 NS11I MS 1 50 234 8,3 14,0 2,0 1,5 1500 230/50 1 10 145 805 x 365 x 690 48/106

4116022809 CPRC 250 NS11I MT 1 50 234 8,3 14,0 2,0 1,5 1500 400/50 3 10 145 805 x 365 x 690 48/106

4116022810 CPRC 290 NS11I MS 1 90 234 8,3 14,0 2,0 1,5 1500 230/50 1 10 145 985 x 395 x 820 62/136

4116022811 CPRC 290 NS11I MT 1 90 234 8,3 14,0 2,0 1,5 1500 400/50 3 10 145 985 x 395 x 820 62/136

DIY



Great performance at 10 bar with these high end units

•	 Wide range of applications thanks to the powerfull pumps
•	 Double regulated air outlets for a great flexibility of use
•	 Safety first with thermal overheating motor protection and 

automatic reset
•	 Light and easy to move

Suited for mobile workbench

Top DIY range
Direct driven oil lubricated compressors

Partnumber Type Comp. Liters l/m cfm m3/h HP kW rpm volt/Hz phase bar psi L x W x H (mm) kg/Lb

4116022815 CPRA 224 D3 MS 1 24 240 8,5 14,4 2,0 1,5 2850 230/50 1 10 145 600 x 255 x 590 28/62

4116022816 CPRA 2524 D4 MS 1 24 260 9,2 15,6 2,5 1,8 2850 230/50 1 10 145 600 x 255 x 590 29/64

4116022817 CPRA 324 D310 MS 1 24 310 10,9 18,6 3,0 2,2 2850 230/50 1 10 145 600 x 255 x 590 30/66

4116022818 CPRA 250 D3 MS 1 50 240 8,5 14,4 2,0 1,5 2850 230/50 1 10 145 810 x 300 x 680 37/81

4116022819 CPRA 2550 D4 MS 1 50 260 9,2 15,6 2,5 1,8 2850 230/50 1 10 145 810 x 300 x 680 38/84

4116022820 CPRA 350 D310 MS 1 50 310 10,9 18,6 3,0 2,2 2850 230/50 1 10 145 810 x 300 x 680 39/86

4116022821 CPRA 390 D4 MS 1 90 260 9,2 15,6 2,5 1,8 2850 230/50 1 10 145 1070 x 390 x 800 53/116

Ratchet CP9426
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CPRA 224 D3 MS

Easy to pull Cast iron cylinder: 
reliability

Easy to move

Simultaneous use10 bar for variety 
of applications

CPRA 2550 D4 MS

Technology Piston 10 bar

Use Short time duty

Air quality Standard

Noise level Standard

Vessel size 50l

Technology Piston 10 bar

Use Short time duty

Air quality Standard

Noise level Standard

Vessel size 24l

Partnumber 4116022815

Partnumber 4116022819

DIY



Sturdy and well protected performance for toughest 
conditions

•	 Full rollbar protection
•	 Safety first: clean hose/cable storage brackets
•	 Maximum usibility with clear displays and position of outlets
•	 Ergonomic transportation with rubber grips, large wheels, 

and/or foldable handle

Suited for mobile workbench

Ultimate portable power
Direct driven oil lubricated compressors

Partnumber Type Comp. Liters l/m cfm m3/h HP kW rpm volt/Hz phase bar psi L x W x H (mm) kg/Lb

4116022812 CPRA 26 D3 PS 1 6 240 8,5 14,4 2,0 1,5 2850 230/50 1 10 145 455 x 475 x 500 22/49

4116022813 CPRA 256 D4 MS 1 24 260 9,2 15,6 2,5 1,8 2850 230/50 1 10 145 420 x 640 x 770 27/59

4116022814 CPRA 310 D310 MS 1 10 310 10,9 18,6 3,0 2,2 2850 230/50 1 10 145 480 x 510 x 550 30/66

Ratchet CP7828H
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Easy and safe to carry

Reduced space

Clear readibility

Safe storage Total protection

Easy moveability

Ultimate flexibility

CPRA 26 D3 PS

CPRA 256 D4 MS

Partnumber 4116022812

Partnumber 4116022813

Partnumber 4116022814

Technology Piston 10 bar

Use Short time duty

Air quality Standard

Noise level Standard

Vessel size 6l

Technology Piston 10 bar

Use Short time duty

Air quality Standard

Noise level Standard

Vessel size 24l

Technology Piston 10 bar

Use Short time duty

Air quality Standard

Noise level Standard

Vessel size 10l

CPRA 310 D310 MS

DIY



Petrol and diesel driven piston compressors for your remote 
applications

•	 Complete freedom thanks to petrol and diesel engines
•	 BI engineAIR, the two in one solution: unit supplying both air 

and electrical power
•	 Ease of transport with large pneumatic wheels and 

ergonomical handles
•	 Safety first with full protection metal rollbar

The unplugged 
generation
                  compressors
Petrol and diesel driven

Partnumber Type Liters l/m cfm m3/h HP kW rpm bar psi L x W x H (mm) LwA dB(A) Spl dB(A) kg/Lb

4116022619 EngineAIR 4/100 Petrol 100 280 9,9 16,8 4,0 3,0 1335 10 145 1365 x 530 x 895 95,7 75,7 71/157

4116022620 EngineAIR 5,5/50 Petrol 50 330 11,7 19,8 5,5 4,1 1000 10 145 1120 x 520 x 840 95,8 75,8 73/161

4116022621 EngineAIR 5,5/100 Petrol 100 330 11,7 19,8 5,5 4,1 1000 10 145 1365 x 550 x 895 95,8 75,8 94/207

4116022622 EngineAIR 5,5/200 Petrol 200 330 11,7 19,8 5,5 4,1 1000 10 145 1670 x 600 x 1024 95,8 75,8 120/265

4116022623 EngineAIR 5,5/11+11 Petrol 11+11 330 11,7 19,8 5,5 4,1 1000 10 145 965 x 662 x 767 95,8 75,8 70/154

4116022624 EngineAIR 5,5/11+11R Petrol 11+11 330 11,7 19,8 5,5 4,1 1000 10 145 890 x 662 x 819 95,8 75,8 70/154

4116022625 EngineAIR 7,1/25+25R Petrol 25+25 570 20,1 34,2 7,1 5,3 1185 10 145 1120 x 690 x 920 95,9 75,9 143/315

4116022626 EngineAIR 7,1/270 Petrol 270 480 17,0 28,8 7,1 5,3 1000 14 203 1170 x 600 x 1200 103,7 83,7 223/492

4116022627 EngineAIR 10/270 Petrol 270 750 26,5 45,0 10,0 7,4 1320 14 203 1170 x 600 x 1240 104,4 84,4 235/518

4116022628 EngineAir 7/270 Diesel 270 620 21,9 37,2 7,0 5,2 1085 14 203 1170 x 600 x 1290 110,2 90,2 239/527

4116022629 EngineAIR 11/270 Diesel 270 970 34,3 58,2 11,0 8,1 1040 14 203 1170 x 600 x 1380 109,8 89,8 258/569

4116022630 EngineAIR 7/270 Diesel 2,2KvA 270 390 13,8 23,4 7,5 5,6 1100 14 203 1192 x 620 x 1300 110,2 90,2 265/584

4116022631 EngineAIR 11/270 Diesel 2,2KvA 270 540 19,1 32,4 11,0 8,1 950 14 203 1192 x 620 x 1300 109,8 89,8 270/595

Impact wrench CP724H
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EngineAIR 5,5/100 Petrol

EngineAIR 11/270 Diesel 2,2KvA

Easy handling Ergonomic 
transportation

Metal Rollbar
offers full protection

Generator with elec-
tricity plug at 230 volt 

EngineAIR 7,1/25+25R Petrol

Technology Piston 10 bar

Use Intermittent

Air quality Standard

Noise level 75,9 dB

Vessel size 25+25l

Technology Piston 10 bar

Use Intermittent

Air quality Standard

Noise level 75,8 dB

Vessel size 100l

Technology Piston 14 bar

Use Intermittent

Air quality Standard

Noise level 89,2 dB

Vessel size 270l

Partnumber Type Liters l/m cfm m3/h HP kW rpm bar psi L x W x H (mm) LwA dB(A) Spl dB(A) kg/Lb

4116022619 EngineAIR 4/100 Petrol 100 280 9,9 16,8 4,0 3,0 1335 10 145 1365 x 530 x 895 95,7 75,7 71/157

4116022620 EngineAIR 5,5/50 Petrol 50 330 11,7 19,8 5,5 4,1 1000 10 145 1120 x 520 x 840 95,8 75,8 73/161

4116022621 EngineAIR 5,5/100 Petrol 100 330 11,7 19,8 5,5 4,1 1000 10 145 1365 x 550 x 895 95,8 75,8 94/207

4116022622 EngineAIR 5,5/200 Petrol 200 330 11,7 19,8 5,5 4,1 1000 10 145 1670 x 600 x 1024 95,8 75,8 120/265

4116022623 EngineAIR 5,5/11+11 Petrol 11+11 330 11,7 19,8 5,5 4,1 1000 10 145 965 x 662 x 767 95,8 75,8 70/154

4116022624 EngineAIR 5,5/11+11R Petrol 11+11 330 11,7 19,8 5,5 4,1 1000 10 145 890 x 662 x 819 95,8 75,8 70/154

4116022625 EngineAIR 7,1/25+25R Petrol 25+25 570 20,1 34,2 7,1 5,3 1185 10 145 1120 x 690 x 920 95,9 75,9 143/315

4116022626 EngineAIR 7,1/270 Petrol 270 480 17,0 28,8 7,1 5,3 1000 14 203 1170 x 600 x 1200 103,7 83,7 223/492

4116022627 EngineAIR 10/270 Petrol 270 750 26,5 45,0 10,0 7,4 1320 14 203 1170 x 600 x 1240 104,4 84,4 235/518

4116022628 EngineAir 7/270 Diesel 270 620 21,9 37,2 7,0 5,2 1085 14 203 1170 x 600 x 1290 110,2 90,2 239/527

4116022629 EngineAIR 11/270 Diesel 270 970 34,3 58,2 11,0 8,1 1040 14 203 1170 x 600 x 1380 109,8 89,8 258/569

4116022630 EngineAIR 7/270 Diesel 2,2KvA 270 390 13,8 23,4 7,5 5,6 1100 14 203 1192 x 620 x 1300 110,2 90,2 265/584

4116022631 EngineAIR 11/270 Diesel 2,2KvA 270 540 19,1 32,4 11,0 8,1 950 14 203 1192 x 620 x 1300 109,8 89,8 270/595

Remote service



Transportable compactness with V-shaped power

•	 Two cylinder pump for large airflow and demading applications
•	 Large fins and fan blades, great cooling, less wear
•	 Workshop comfort with lower noise, small footprints and 

rubber handles
•	 Safety first: fan cover and rubber feet for maximum stability

Suited for mobile workbench

Straightforward 
car servicing
Direct driven oil lubricated compressors

Partnumber Type Comp. Liters l/m cfm m3/h HP kW rpm volt/Hz phase bar psi L x W x H (mm) kg/Lb

4116022822 CPRA 324 GV34 MS 1 24 340 12,0 20,4 3,0 2,2 1450 230/50 1 10 145 480 x 640 x 740 50/110

4116022823 CPRA 324 GV34 MT 1 24 340 12,0 20,4 3,0 2,2 1450 230/50 3 10 145 480 x 640 x 740 50/110

4116022824 CPRA 350 GV34 MS 1 50 340 12,0 20,4 3,0 2,2 1450 230/50 1 10 145 830 x 420 x 770 54/119

4116022825 CPRA 350 GV34 MT 1 50 340 12,0 20,4 3,0 2,2 1450 230/50 3 10 145 830 x 420 x 770 54/119

4116022826 CPRA 390 GV34 MS 1 90 340 12,0 20,4 3,0 2,2 1450 230/50 1 10 145 1080 x 445 x 890 77/170

4116022827 CPRA 390 GV34 MT 1 90 340 12,0 20,4 3,0 2,2 1450 230/50 3 10 145 1080 x 445 x 890 77/170

4116022828 CPRA 3200 GV34 MT 1 200 340 12,0 20,4 3,0 2,2 1450 230/50 3 10 145 1500 x 450 x 890 97/214

4116022829 CPRA 322 GV34 MS 1 11+11 340 12,0 20,4 3,0 2,2 1450 230/50 1 10 145 650 x 790 x 670 60/132

4116022830 CPRA 350 GV34 VS 1 50 340 12,0 20,4 3,0 2,2 1450 230/50 1 10 145 520 x 520 x 960 50/110

Impact wrench 3/8 CP724H
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Extra grip comfort

CPRA 324 GV34 MS

CPRA 350 GV34 VS

Partnumber 4116022822

Partnumber 4116022830

Partnumber 4116022829

Technology Piston 10 bar

Use Intermittent

Air quality Standard

Noise level Standard

Vessel size 24l

Technology Piston 10 bar

Use Intermittent

Air quality Standard

Noise level Standard

Vessel size 50l

Technology Piston 10 bar

Use Intermittent

Air quality Standard

Noise level Standard

Vessel size 11+11l

CPRA 322 GV34 MS

StabilityMoveability Tray with non slip 
surface

Small footprint Moveable stability

Car service



Reliable quality performance

•	 Longer compressor lifetime due to less heath: large cooling fins 
and specially designed flywheel

•	 Enhanced tools efficiency and reliability with aluminium aftercooler
•	 Both moveability and stability: large wheels and double front 

feet or blockable wheels
•	 Safety first with robust metal belt guard and rubber handle

Suited for mobile workbench

Portable partnership 
for small workshops
Belt driven 1 stage compressors
Base plate compressors

Partnumber Type Comp. Liters l/m cfm m3/h HP kW rpm volt/Hz phase bar psi L x W x H (mm) kg/Lb

4116022831 CPRC 227 NS11S MS 1 27 254 9,0 15,2 2,0 1,5 1250 230/50 1 10 145 830 x 370 x 710 46/101

4116022832 CPRC 227 NS11S MT 1 27 254 9,0 15,2 2,0 1,5 1250 400/50 3 10 145 830 x 370 x 710 46/101

4116022833 CPRC 250 NS11S MS 1 50 254 9,0 15,2 2,0 1,5 1250 230/50 1 10 145 780 x 370 x 780 55/121

4116022834 CPRC 250 NS11S MT 1 50 254 9,0 15,2 2,0 1,5 1250 400/50 3 10 145 780 x 370 x 780 55/121

4116022835 CPRC 290 NS11S MS 1 90 254 9,0 15,2 2,0 1,5 1250 230/50 1 10 145 1000 x 410 x 820 67/147

4116022836 CPRC 290 NS11S MT 1 90 254 9,0 15,2 2,0 1,5 1250 400/50 3 10 145 1000 x 410 x 820 67/147

4116022837 CPRC 390 NS11S MS 1 90 320 11,3 19,2 3,0 2,2 1570 230/50 1 10 145 1000 x 410 x 900 69/152

4116022838 CPRC 390 NS11S MT 1 90 320 11,3 19,2 3,0 2,2 1570 400/50 3 10 145 1000 x 410 x 900 69/152

4116022839 CPRC 3150 NS11S MS 1 150 320 11,3 19,2 3,0 2,2 1570 230/50 1 10 145 1380 x 420 x 950 85/187

4116022840 CPRC 3150 NS11S MT 1 150 320 11,3 19,2 3,0 2,2 1570 400/50 3 10 145 1380 x 420 x 950 85/187

4116022841 CPRC 3200 NS11S MS 1 200 320 11,3 19,2 3,0 2,2 1570 230/50 1 10 145 1500 x 450 x 960 129/284

4116000160 CPRF 20 NS11 BTT 1 0 254 9,0 15,2 2,0 1,5 1250 400/50 3 10 145 640 x 320 x 360 28/62

Impact wrench 1/2 CP7749
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CPRC 290 NS11S MS

CPRC 3150 NS11S MS

Technology Piston 10 bar

Use Intermittent

Air quality Standard

Noise level Standard

Vessel size 150l

Technology Piston 10 bar

Use Intermittent

Air quality Standard

Noise level Standard

Vessel size 90l

Partnumber 4116022835

Partnumber 4116022839

MoveabilityStability Lower air temperature 
enhances tools 
efficiency

Simultaneous use

Partnumber Type Comp. Liters l/m cfm m3/h HP kW rpm volt/Hz phase bar psi L x W x H (mm) kg/Lb

4116022831 CPRC 227 NS11S MS 1 27 254 9,0 15,2 2,0 1,5 1250 230/50 1 10 145 830 x 370 x 710 46/101

4116022832 CPRC 227 NS11S MT 1 27 254 9,0 15,2 2,0 1,5 1250 400/50 3 10 145 830 x 370 x 710 46/101

4116022833 CPRC 250 NS11S MS 1 50 254 9,0 15,2 2,0 1,5 1250 230/50 1 10 145 780 x 370 x 780 55/121

4116022834 CPRC 250 NS11S MT 1 50 254 9,0 15,2 2,0 1,5 1250 400/50 3 10 145 780 x 370 x 780 55/121

4116022835 CPRC 290 NS11S MS 1 90 254 9,0 15,2 2,0 1,5 1250 230/50 1 10 145 1000 x 410 x 820 67/147

4116022836 CPRC 290 NS11S MT 1 90 254 9,0 15,2 2,0 1,5 1250 400/50 3 10 145 1000 x 410 x 820 67/147

4116022837 CPRC 390 NS11S MS 1 90 320 11,3 19,2 3,0 2,2 1570 230/50 1 10 145 1000 x 410 x 900 69/152

4116022838 CPRC 390 NS11S MT 1 90 320 11,3 19,2 3,0 2,2 1570 400/50 3 10 145 1000 x 410 x 900 69/152

4116022839 CPRC 3150 NS11S MS 1 150 320 11,3 19,2 3,0 2,2 1570 230/50 1 10 145 1380 x 420 x 950 85/187

4116022840 CPRC 3150 NS11S MT 1 150 320 11,3 19,2 3,0 2,2 1570 400/50 3 10 145 1380 x 420 x 950 85/187

4116022841 CPRC 3200 NS11S MS 1 200 320 11,3 19,2 3,0 2,2 1570 230/50 1 10 145 1500 x 450 x 960 129/284

4116000160 CPRF 20 NS11 BTT 1 0 254 9,0 15,2 2,0 1,5 1250 400/50 3 10 145 640 x 320 x 360 28/62

Car service



Workshop comfort and installation close to workbench

•	 Super silenced units with sound proof cabinet, and silent cast 
iron units running at low speed

•	 Safety first: fire proof insulating foam on canopy units, and 
metal belt guard on cast iron units

•	 Easy maintenance: immediate access to all mechanical and 
electrical components

•	 Enhanced tools efficiency and reliability with air flow designed 
for optimal air temperature

Suited for 2 operators

Low noise solutions 
for small workshops
Silent compressors
Cast iron compressors

Partnumber Type Comp. Liters l/m cfm m3/h HP kW rpm volt/Hz Phase bar psi L x W x H (mm) Db(A) kg/Lb

4116007213 CPRS 227 NS11 FS 1 27 254 9,0 15,2 2,0 1,5 1250 230/50 1 10 145 780 x 470 x 960 64 86/189

4116007216 CPRS 227 NS11 FT 1 27 254 9,0 15,2 2,0 1,5 1250 400/50 3 10 145 780 x 470 x 960 64 86/189

4116007217 CPRS 327 NS11S FS 1 27 320 11,3 19,2 3,0 2,2 1570 230/50 1 10 145 780 x 470 x 960 65 87/192

4116007218 CPRS 327 NS11S FT 1 27 320 11,3 19,2 3,0 2,2 1570 400/50 3 10 145 780 x 470 x 960 65 87/192

CPRK N-310-50 (II) 1 50 310 11,0 18,6 2,0 1,5 980 230/50 1 10 145 75

Impact wrench 3/4 CP9560
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CPRS 327 NS11S FT

Easy maintenance Clear indicators Integrated 27l vessel

low wear improved 
lifetime

CPRK N-310-50

Technology Piston 10 bar

Use Intensive

Air quality Standard

Noise level Low

Vessel size 50l

Technology Piston 10 bar

Use Intermittent

Air quality Standard

Noise level Silent

Vessel size 27l integrated

Partnumber 4116007218

Robust and reliable 
performance

Car service



Bigger sizes for larger shops

•	 Longer compressor lifetime due to less heath: large cooling fins 
and specially designed flywheel

•	 Enhanced tools efficiency with aluminium aftercooler
•	 Safety first with robust metal belt guard and rubber handle
•	 Space saving solution with vertical vessel

Suited for 2 operators

Top performant 
partnership for 
small workshops
Belt driven 1 stage compressors

Partnumber Type Comp. Liters l/m cfm m3/h HP kW rpm volt/Hz phase bar psi L x W x H (mm) kg/Lb

4116022842 CPRC 350 NS18S MS 1 50 387 13,7 23,2 3,0 2,2 1100 230/50 1 10 145 940 x 410 x 800 57/126

4116022843 CPRC 350 NS18S MT 1 50 387 13,7 23,2 3,0 2,2 1100 400/50 3 10 145 940 x 410 x 800 57/126

4116022844 CPRC 390 NS18S MS 1 90 387 13,7 23,2 3,0 2,2 1100 230/50 1 10 145 1000 x 410 x 900 71/156

4116022845 CPRC 390 NS18S MT 1 90 387 13,7 23,2 3,0 2,2 1100 400/50 3 10 145 1000 x 410 x 900 71/156

4116022846 CPRC 3150 NS18S MS 1 150 387 13,7 23,2 3,0 2,2 1100 230/50 1 10 145 1380 x 420 x 950 87/192

4116022847 CPRC 3150 NS18S MT 1 150 387 13,7 23,2 3,0 2,2 1100 400/50 3 10 145 1380 x 420 x 950 87/192

4116022848 CPRC 3200 NS18S MS 1 200 387 13,7 23,2 3,0 2,2 1100 230/50 1 10 145 1500 x 450 x 960 131/289

4116022849 CPRC 3200 NS18S MT 1 200 387 13,7 23,2 3,0 2,2 1100 400/50 3 10 145 1500 x 450 x 960 131/289

4116022850 CPRC 3270 NS18S MS 1 270 387 13,7 23,2 3,0 2,2 1100 230/50 1 10 145 1530 x 600 x 1160 138/304

4116022851 CPRC 3270 NS18S MT 1 270 387 13,7 23,2 3,0 2,2 1100 400/50 3 10 145 1530 x 600 x 1160 138/304

4116022852 CPRC 4200 NS18S MT 1 200 476 16,8 28,6 4,0 3,0 1400 400/50 3 10 145 1500 x 450 x 960 136/300

4116022853 CPRC 4200 NS18S FT 1 200 476 16,8 28,6 4,0 3,0 1400 400/50 3 10 145 1500 x 450 x 960 133/293

4116022854 CPRC 4270 NS18S MT 1 270 476 16,8 28,6 4,0 3,0 1400 400/50 3 10 145 1530 x 600 x 1160 143/315

4116022855 CPRC 4270 NS18S FT 1 270 476 16,8 28,6 4,0 3,0 1400 400/50 3 10 145 1530 x 600 x 1160 140/308

4116022883 CPRC 3150 B3800B VS 1 150 387 13,7 23,2 3,0 2,2 1100 230/50 1 10 145 850 x 970 x 1950 160/353

Impact wrench 1/2 CP7749
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CPRC 3200 NS 18S MT

Lower air temperature 
enhances tools 
efficiency

Space efficiency

CPRC 3150 B3800B VS

Technology Piston 10 bar

Use Intermittent

Air quality Standard

Noise level Standard

Vessel size 150l

Technology Piston 10 bar

Use Intermittent

Air quality Standard

Noise level Standard

Vessel size 200l

Partnumber 4116022849

Partnumber 4116022883

Easy maintenance Simultaneous use

Car service



Top performance at 11 bar

•	 More air and higher pressure with dual compression
•	 High reliability thanks to motor performance, low wear cast iron 

cylinder, and stainless steel valve plates
•	 Safety first with the clear and userfriendly pressure switch and 

metal belt guard
•	 Enhanced tools efficiency and reliability with aluminium 

aftercooler, and extra intercooler on NS39 pump

Suited for 2 / 3 operators

The ultimate reference 
in car service
Belt driven 2 stage compressors

Partnumber Type Comp. Liters l/m cfm m3/h HP kW rpm volt/Hz phase bar psi L x W x H (mm) kg/Lb

4116022856 CPRD 4200 NS29S MT 2 200 514 18,1 30,8 4,0 3,0 1400 400/50 3 11 160 1500 x 450 x 960 140/308

4116022857 CPRD 4200 NS29S FT 2 200 514 18,1 30,8 4,0 3,0 1400 400/50 3 11 160 1500 x 450 x 960 137/302

4116022858 CPRD 4270 NS29S MT 2 270 514 18,1 30,8 4,0 3,0 1400 400/50 3 11 160 1530 x 600 x 1160 147/324

4116022859 CPRD 4270 NS29S FT 2 270 514 18,1 30,8 4,0 3,0 1400 400/50 3 11 160 1530 x 600 x 1160 144/317

4116022860 CPRD 6270 NS39 MT 2 270 653 23,1 39,2 5,5 4,0 1000 400/50 3 11 160 1520 x 590 x 1260 180/397

4116022861 CPRD 6500 NS39 MT 2 500 653 23,1 39,2 5,5 4,0 1000 400/50 3 11 160 2030 x 680 x 1400 250/551

4116022862 CPRD 6500 NS39 FT 2 500 653 23,1 39,2 5,5 4,0 1000 400/50 3 11 160 2030 x 680 x 1400 250/551

Impact wrench 3/4 CP9560
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CPRD 4200 NS29S MT

Dual compression high 
air delivery

Safe and user friendly

Simultaneous useLower air temperature 
enhances tools 
efficiency

CPRD 6270 NS39 MT

Technology Piston 11 bar

Use Intermittent

Air quality Standard

Noise level Standard

Vessel size 270l

Technology Piston 11 bar

Use Intermittent

Air quality Standard

Noise level Standard

Vessel size 200l

Partnumber 4116022856

Partnumber 4116022860

Car service



Top performance workshop comfort

•	 Silenced units with sound proof cabinet, and cast iron units 
running at low speed

•	 Safety first: fire proof insulating foam on canopy units, and 
metal belt guard on cast iron units

•	 Easy maintenance: immediate access to all mechanical and 
electrical components

•	 Enhanced tools efficiency and reliability with air flow designed 
for optimal air temperature

Suited for 2 / 3 operators

The ultimate silenced 
reference in car service
Silent compressors
Cast iron compressors

Partnumber Type Comp. Liters l/m cfm m3/h HP kW rpm volt/Hz phase bar psi L x W x H (mm) dB(A) kg/Lb

4116007214 CPRS 40 NS29S FT 2 0 514 18,1 30,8 4,0 3,0 1450 400/50 3 11 160 945 x 760 x 960 68 170/375

4116007225 CPRS 4270 NS29S FT 2 270 514 18,1 30,8 4,0 3,0 1450 400/50 3 11 160 1600 x 630 x 1530 68 238/525

CPRK N-450-200 (II) 1 200 450 15,9 27,0 3,0 2,2 980 230/50 1 10 145 75

CPRK N-550-300 1 300 550 19,4 33,0 4,0 3,0 605 400/50 3 10 145 1690 x 520 x 988 74 193/425

Impact wrench 3/4 CP9560
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CPRS 4270 NS29S FT

Easy maintenance Ease of use Safe and silent

Low speed, low wearRobust and reliable

CPRK N-550-300

Technology Piston 10 bar

Use Intensive

Air quality Standard

Noise level Low

Vessel size 300l

Technology Piston 11 bar

Use Intermittent

Air quality Standard

Noise level Silent

Vessel size 270l

Partnumber 4116007225

Car service



Performant units for all your car tire applications

•	 Performant air and higher pressure with large dual 
compression pumps

•	 Enhanced tools efficiency and reliability with aluminium 
aftercooler, and extra intercooler on NS39 and NS59S pump

•	 Longer compressor lifetime due to less wear and heath: low 
running motor speed

•	 Easy maintenance: quick filter cleaning and replacement, and 
oil sight glass

•	 Safety first with the clear and userfriendly pressure switch and 
metal belt guard

Suited for 1 / 2 operators

For accurate 
tire servicing
Belt driven 2 stage compressors
Baseplate compressors

Partnumber Type Comp. Liters l/m cfm m3/h HP kW rpm volt/Hz phase bar psi L x W x H (mm) kg/Lb

4116022863 CPRD 8270 NS39 MT 2 270 827 29,2 49,6 7,5 5,5 1250 400/50 3 11 160 1520 x 590 x 1260 210/462

4116022864 CPRD 8270 NS39 FT 2 270 827 29,2 49,6 7,5 5,5 1250 400/50 3 11 160 1520 x 590 x 1260 210/462

4116022865 CPRD 8500 NS39 MT 2 500 827 29,2 49,6 7,5 5,5 1250 400/50 3 11 160 2030 x 680 x 1400 280/617

4116022866 CPRD 8500 NS39 FT 2 500 827 29,2 49,6 7,5 5,5 1250 400/50 3 11 160 2030 x 680 x 1400 280/617

4116022867 CPRD 8270 NS59S MT 2 270 950 33,5 57,0 7,5 5,5 750 400/50 3 11 160 1520 x 590 x 1260 210/462

4116022868 CPRD 8270 NS59S FT 2 270 950 33,5 57,0 7,5 5,5 750 400/50 3 11 160 1520 x 590 x 1260 210/462

4116022871 CPRD 8500 NS59S MT 2 500 950 33,5 57,0 7,5 5,5 750 400/50 3 11 160 2030 x 680 x 1400 290/639

4116022872 CPRD 8500 NS59S FT 2 500 950 33,5 57,0 7,5 5,5 750 400/50 3 11 160 2030 x 680 x 1400 290/650

4116022884 CPRD 6270 B5900 VS 2 270 653 23,1 39,2 5,5 4,0 1400 400/50 3 11 160 850 x 970 x 2100 210/462

4116000161 CPRF 80 NS59S BTT 2 0 950 33,5 57,0 7,5 5,5 750 400/700/50 3 11 160 1090 x 640 x 810 130/287

4116000163 CPRF 80 NS59S BFT 2 0 950 33,5 57,0 7,5 5,5 750 400/700/50 3 11 160 1100 x 640 x 800 130/287

Impact wrench CP7778
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CPRD 8500 NS59S FT

Silencing and easy 
maintenance

Lower air temperature 
enhances tools 
efficiency

Safe and user friendlySpace efficiency

CPRD 6270 B5900 VS

Technology Piston 11 bar

Use Intermittent

Air quality Standard

Noise level Standard

Vessel size 270l

Technology Piston 11 bar

Use Intermittent

Air quality Standard

Noise level Standard

Vessel size 500l

Partnumber 4116022872

Partnumber 4116022884

Safe comfort

Car tire service



Top car tire service comfort

•	 Silenced units with sound proof cabinet, and cast iron units 
running at low speed

•	 Safety first: fire proof insulating foam on canopy units, and 
metal belt guard on cast iron units

•	 Easy maintenance: immediate access to all mechanical and 
electrical components

•	 Enhanced tools efficiency and reliability with air flow designed 
for optimal air temperature

Suited for 2 / 3 operators

For silent accurate 
tire servicing
Silent compressors
Cast iron compressors

Partnumber Type Comp. Liters l/m cfm m3/h HP kW rpm volt/Hz phase bar psi L x W x H (mm) Start Db(A) kg/Lb

4116007219 CPRS 60 B5900B FT 2 0 653 23,1 39,2 5,5 4,0 1370 400/50 3 11 160 945 x 760 x 960 dol 68 177/390

4116007221 CPRS 60 B5900B FT Y 2 0 653 23,1 39,2 5,5 4,0 1370 400/50 3 11 160 945 x 760 x 960 sds 68 181/399

4116007215 CPRS 6270 B5900B FT 2 270 653 23,1 39,2 5,5 4,0 1370 400/50 3 11 160 1600 x 630 x 1530 dol 68 238/546

4116007222 CPRS 6270 B5900B FT Y 2 270 653 23,1 39,2 5,5 4,0 1370 400/50 3 11 160 1600 x 630 x 1530 sds 68 248/555

4116007226 CPRS 6500 B5900B FT 2 500 653 23,1 39,2 5,5 4,0 1370 400/50 3 11 160 2020 x 1000 x 1600 dol 68 302/666

4116007227 CPRS 6500 B5900B FT Y 2 500 653 23,1 39,2 5,5 4,0 1370 400/50 3 11 160 2020 x 1000 x 1600 sds 68 306/675

4116007228 CPRS 80 B6000 FT 2 0 827 29,2 49,6 7,5 5,5 1400 400/50 3 11 160 1270 x 780 x 890 dol 68 234/516

4116007229 CPRS 80 B6000 FT Y 2 0 827 29,2 49,6 7,5 5,5 1400 400/50 3 11 160 1270 x 780 x 890 sds 68 240/591

4116007230 CPRS 8500 B6000 FT 2 500 827 29,2 49,6 7,5 5,5 1400 400/50 3 11 160 2020 x 1000 x 1600 dol 68 404/891

4116007231 CPRS 8500 B6000 FT Y 2 500 827 29,2 49,6 7,5 5,5 1400 400/50 3 11 160 2020 x 1000 x 1600 sds 68 406/904

CPRK N-700-300(A) 1 300 700 24,7 42,0 5,5 4,0 840 400/50 3 10 145 1690 x 533 x 988 sds 75 206/454

CPRK N-700-500(A) 1 500 700 24,7 42,0 5,5 4,0 840 400/50 3 10 145 1971 x 60 x 1110 sds 75 275/606

Ratchet wrench CP7830HQ
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CPRS 6270 B5900B FT

CPRK N-700-300(A)

Easy maintenance Ease of use Safe and silent

Low speed, low wearRobust and reliable

Technology Piston 10 bar

Use Intensive

Air quality Standard

Noise level Low

Vessel size 300l

Technology Piston 11 bar

Use Intermittent

Air quality Standard

Noise level Silent

Vessel size 270l

Car tire service



For exhaustive & comfortable car tire service

•	 Easy installation, long lifetime and more efficiency for 
continuous air demands with screw technology

•	 Extreme low noise units with screw compressor technology 
and high quality insulation

•	 Safety first:emergency stop, oil temperature warning, 
thermostat reset, fire proof insulating foam

•	 Easy maintenance: immediate access to all mechanical and 
electrical components, external oil sight glass

•	 Dryer version for enhanced tools efficiency and reliability and 
high air quality

Suited for 2 / 3 operators

For intensive and silent 
accurate car servicing

Hammer CP8272

1,24

0,60

0,24

2,2 5,5 11

Air Delivery
m3/min

CPM Screw compressor

Piston
Compressor

Power (kW)

Energy saving
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CPM3/10 M 400/50: Floor Mounted

Partnumber 4152010003

4152010000 CPM3/8 M 230/1/50 297 10,5 3 2,2 8 230/1/50 620 x 612 x 995 dol 61 99

4152010001 CPM3/10 M 230/1/50 240 8,5 3 2,2 10 230/1/50 620 x 612 x 995 dol 61 99

4152010002 CPM3/8 M 400/50 297 10,5 3 2,2 8 400/3/50 620 x 612 x 995 dol 61 99

4152010003 CPM3/10 M 400/50 240 8,5 3 2,2 10 400/3/50 620 x 612 x 995 dol 61 99

4152010004 CPM4/8 M 400/50 443 15,6 4 3 8 400/3/50 620 x 612 x 995 dol 61 103

4152010005 CPM4/10 M 400/50 320 11,3 4 3 10 400/3/50 620 x 612 x 995 dol 61 103

4152010006 CPM5,5/8 M 400/50 560 19,8 5,5 4 8 400/3/50 620 x 612 x 995 dol 62 105

4152010007 CPM5,5/10 M 400/50 470 16,6 5,5 4 10 400/3/50 620 x 612 x 995 dol 62 105

4152010008 CPM5,5/8 XM 400/50 560 19,8 5,5 4 8 400/3/50 620 x 612 x 995 sds 62 105

4152010009 CPM5,5/10 XM 400/50 470 16,6 5,5 4 10 400/3/50 620 x 612 x 995 sds 62 105

4152010010 CPM7,5/8 XM 400/50 697 24,6 7,5 5,5 8 400/3/50 620 x 612 x 995 sds 64 110

4152010011 CPM7,5/10 XM 400/50 600 21,2 7,5 5,5 10 400/3/50 620 x 612 x 995 sds 64 110

4152010060 CPM3/8 M 230/50 297 10,5 3 2,2 8 230/3/50 620 x 612 x 995 dol 61 99

4152010061 CPM3/10 M 230/50 240 8,5 3 2,2 10 230/3/50 620 x 612 x 995 dol 61 99

4152010062 CPM4/8 M 230/50 443 15,6 4 3 8 230/3/50 620 x 612 x 995 dol 61 103

4152010063 CPM4/10 M 230/50 320 11,3 4 3 10 230/3/50 620 x 612 x 995 dol 61 103

4152010064 CPM5,5/8 M 230/50 560 19,8 5,5 4 8 230/3/50 620 x 612 x 995 dol 62 105

4152010065 CPM5,5/10 M 230/50 470 16,6 5,5 4 10 230/3/50 620 x 612 x 995 dol 62 105

4152010066 CPM5,5/8 XM 230/50 560 19,8 5,5 4 8 230/3/50 620 x 612 x 995 sds 62 105

4152010067 CPM5,5/10 XM 230/50 470 16,6 5,5 4 10 230/3/50 620 x 612 x 995 sds 62 105

4152010068 CPM7,5/8 XM 230/50 697 24,6 7,5 5,5 8 230/3/50 620 x 612 x 995 sds 64 110

4152010069 CPM7,5/10 XM 230/50 600 21,2 7,5 5,5 10 230/3/50 620 x 612 x 995 sds 64 110

Partnumber Type l/m cfm HP kW bar volt L x W x H (mm) Start dB(A) Kg

Technology Screw 10 bar

Use Continous

Air quality Standard

Noise level Silent

Efficient coolingEasy maintenance

Car tire service



CPM4/10 M 270L 400/50: Receiver Mounted 270L

4152010012 CPM3/8 M 200L 230/1/50 200 297 10,5 3 2,2 8 230/1/50 1429 x 612 x 1300 dol 61 155

4152010013 CPM3/10 M 200L 230/1/50 200 240 8,5 3 2,2 10 230/1/50 1429 x 612 x 1300 dol 61 155

4152010014 CPM3/8 M 200L 400/50 200 297 10,5 3 2,2 8 400/3/50 1429 x 612 x 1300 dol 61 155

4152010015 CPM3/10 M 200L 400/50 200 240 8,5 3 2,2 10 400/3/50 1429 x 612 x 1300 dol 61 155

4152010016 CPM4/8 M 200L 400/50 200 443 15,6 4 3 8 400/3/50 1429 x 612 x 1300 dol 61 157

4152010017 CPM4/10 M 200L 400/50 200 320 11,3 4 3 10 400/3/50 1429 x 612 x 1300 dol 61 157

4152010018 CPM5,5/8 M 200L 400/50 200 560 19,8 5,5 4 8 400/3/50 1429 x 612 x 1300 dol 62 159

4152010019 CPM5,5/10 M 200L 400/50 200 470 16,6 5,5 4 10 400/3/50 1429 x 612 x 1300 dol 62 159

4152010020 CPM5,5/8 XM 200L 400/50 200 560 19,8 5,5 4 8 400/3/50 1429 x 612 x 1300 sds 62 159

4152010021 CPM5,5/10 XM 200L 400/50 200 470 16,6 5,5 4 10 400/3/50 1429 x 612 x 1300 sds 62 159

4152010022 CPM7,5/8 XM 200L 400/50 200 697 24,6 7,5 5,5 8 400/3/50 1429 x 612 x 1300 sds 64 164

4152010023 CPM7,5/10 XM 200L 400/50 200 600 21,2 7,5 5,5 10 400/3/50 1429 x 612 x 1300 sds 64 164

4152010070 CPM3/8 M 200L 230/50 200 297 10,5 3 2,2 8 230/3/50 1429 x 612 x 1300 dol 61 155

4152010071 CPM3/10 M 200L 230/50 200 240 8,5 3 2,2 10 230/3/50 1429 x 612 x 1300 dol 61 155

4152010072 CPM4/8 M 200L 230/50 200 443 15,6 4 3 8 230/3/50 1429 x 612 x 1300 dol 61 157

4152010073 CPM4/10 M 200L 230/50 200 320 11,3 4 3 10 230/3/50 1429 x 612 x 1300 dol 61 157

4152010074 CPM5,5/8 M 200L 230/50 200 560 19,8 5,5 4 8 230/3/50 1429 x 612 x 1300 dol 62 159

4152010075 CPM5,5/10 M 200L 230/50 200 470 16,6 5,5 4 10 230/3/50 1429 x 612 x 1300 dol 62 159

4152010076 CPM5,5/8 XM 200L 230/50 200 560 19,8 5,5 4 8 230/3/50 1429 x 612 x 1300 sds 62 159

4152010077 CPM5,5/10 XM 200L 230/50 200 470 16,6 5,5 4 10 230/3/50 1429 x 612 x 1300 sds 62 159

4152010078 CPM7,5/8 XM 200L 230/50 200 697 24,6 7,5 5,5 8 230/3/50 1429 x 612 x 1300 sds 64 164

4152010079 CPM7,5/10 XM 200L 230/50 200 600 21,2 7,5 5,5 10 230/3/50 1429 x 612 x 1300 sds 64 164

Partnumber Type Liters l/m cfm HP kW bar volt L x W x H (mm) Start dB(A) Kg

Partnumber 4152010041

Efficiency, reliabilityEasy maintenance

Suited for 1 / 2 operators

Impact wrench CP7778
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CPM4/10 M 270L 400/50: Receiver Mounted 270L

Partnumber Type Liters l/m cfm HP kW bar volt L x W x H (mm) Start dB(A) Kg

4152010036 CPM3/8 M 270L 230/1/50 270 297 10,5 3 2,2 8 230/1/50 1531 x 612 x 1394 dol 61 166

4152010037 CPM3/10 M 270L 230/1/50 270 240 8,5 3 2,2 10 230/1/50 1531 x 612 x 1394 dol 61 166

4152010038 CPM3/8 M 270L 400/50 270 297 10,5 3 2,2 8 400/3/50 1531 x 612 x 1394 dol 61 166

4152010039 CPM3/10 M 270L 400/50 270 240 8,5 3 2,2 10 400/3/50 1531 x 612 x 1394 dol 61 166

4152010040 CPM4/8 M 270L 400/50 270 443 15,6 4 3 8 400/3/50 1531 x 612 x 1394 dol 61 168

4152010041 CPM4/10 M 270L 400/50 270 320 11,3 4 3 10 400/3/50 1531 x 612 x 1394 dol 61 168

4152010042 CPM5,5/8 M 270L 400/50 270 560 19,8 5,5 4 8 400/3/50 1531 x 612 x 1394 dol 62 170

4152010043 CPM5,5/10 M 270L 400/50 270 470 16,6 5,5 4 10 400/3/50 1531 x 612 x 1394 dol 62 170

4152010044 CPM5,5/8 XM 270L 400/50 270 560 19,8 5,5 4 8 400/3/50 1531 x 612 x 1394 sds 62 170

4152010045 CPM5,5/10 XM 270L 400/50 270 470 16,6 5,5 4 10 400/3/50 1531 x 612 x 1394 sds 62 170

4152010046 CPM7,5/8 XM 270L 400/50 270 697 24,6 7,5 5,5 8 400/3/50 1531 x 612 x 1394 sds 64 175

4152010047 CPM7,5/10 XM 270L 400/50 270 600 21,2 7,5 5,5 10 400/3/50 1531 x 612 x 1394 sds 64 175

4152010090 CPM3/8 M 270L 230/50 270 297 10,5 3 2,2 8 230/3/50 1531 x 612 x 1394 dol 61 166

4152010091 CPM3/10 M 270L 230/50 270 240 8,5 3 2,2 10 230/3/50 1531 x 612 x 1394 dol 61 166

4152010092 CPM4/8 M 270L 230/50 270 443 15,6 4 3 8 230/3/50 1531 x 612 x 1394 dol 61 168

4152010093 CPM4/10 M 270L 230/50 270 320 11,3 4 3 10 230/3/50 1531 x 612 x 1394 dol 61 168

4152010094 CPM5,5/8 M 270L 230/50 270 560 19,8 5,5 4 8 230/3/50 1531 x 612 x 1394 dol 62 170

4152010095 CPM5,5/10 M 270L 230/50 270 470 16,6 5,5 4 10 230/3/50 1531 x 612 x 1394 dol 62 170

4152010096 CPM5,5/8 XM 270L 230/50 270 560 19,8 5,5 4 8 230/3/50 1531 x 612 x 1394 sds 62 170

4152010097 CPM5,5/10 XM 270L 230/50 270 470 16,6 5,5 4 10 230/3/50 1531 x 612 x 1394 sds 62 170

4152010098 CPM7,5/8 XM 270L 230/50 270 697 24,6 7,5 5,5 8 230/3/50 1531 x 612 x 1394 sds 64 175

4152010099 CPM7,5/10 XM 270L 230/50 270 600 21,2 7,5 5,5 10 230/3/50 1531 x 612 x 1394 sds 64 175

Partnumber Type Liters l/m cfm HP kW bar volt L x W x H (mm) Start dB(A) Kg

Technology Screw 10 bar

Use Continous

Air quality Standard

Noise level Silent

Vessel size 270l

Car tire service



Better equipment 
lifetime and quality

4152010024 CPM3/8 D M 200L 230/1/50 200 297 10,5 3 2,2 8 230/1/50 A1 230/1/50 1429 x 612 x 1300 dol 61 187

4152010025 CPM3/10 D M 200L 230/1/50 200 240 8,5 3 2,2 10 230/1/50 A1 230/1/50 1429 x 612 x 1300 dol 61 187

4152010026 CPM3/8 D M 200L 400/50 200 297 10,5 3 2,2 8 400/3/50 A1 230/1/50 1429 x 612 x 1300 dol 61 187

4152010027 CPM3/10 D M 200L 400/50 200 240 8,5 3 2,2 10 400/3/50 A1 230/1/50 1429 x 612 x 1300 dol 61 187

4152010028 CPM4/8 D M 200L 400/50 200 443 15,6 4 3 8 400/3/50 A1 230/1/50 1429 x 612 x 1300 dol 61 191

4152010029 CPM4/10 D M 200L 400/50 200 320 11,3 4 3 10 400/3/50 A1 230/1/50 1429 x 612 x 1300 dol 61 191

4152010030 CPM5,5/8 D M 200L 400/50 200 560 19,8 5,5 4 8 400/3/50 A1 230/1/50 1429 x 612 x 1300 dol 62 193

4152010031 CPM5,5/10 D M 200L 400/50 200 470 16,6 5,5 4 10 400/3/50 A1 230/1/50 1429 x 612 x 1300 dol 62 193

4152010032 CPM5,5/8 DX M 200L 400/50 200 560 19,8 5,5 4 8 400/3/50 A1 230/1/50 1429 x 612 x 1300 sds 62 193

4152010033 CPM5,5/10 DX M 200L 400/50 200 470 16,6 5,5 4 10 400/3/50 A1 230/1/50 1429 x 612 x 1300 sds 62 193

4152010034 CPM7,5/8 DX M 200L 400/50 200 697 24,6 7,5 5,5 8 400/3/50 A1 230/1/50 1429 x 612 x 1300 sds 64 198

4152010035 CPM7,5/10 DX M 200L 400/50 200 600 21,2 7,5 5,5 10 400/3/50 A1 230/1/50 1429 x 612 x 1300 sds 64 198

4152010080 CPM3/8 D M 200L 230/50 200 297 10,5 3 2,2 8 230/3/50 A1 230/1/50 1429 x 612 x 1300 dol 61 187

4152010081 CPM3/10 D M 200L 230/50 200 240 8,5 3 2,2 10 230/3/50 A1 230/1/50 1429 x 612 x 1300 dol 61 187

4152010082 CPM4/8 D M 200L 230/50 200 443 15,6 4 3 8 230/3/50 A1 230/1/50 1429 x 612 x 1300 dol 61 191

4152010083 CPM4/10 D M 200L 230/50 200 320 11,3 4 3 10 230/3/50 A1 230/1/50 1429 x 612 x 1300 dol 61 191

4152010084 CPM5,5/8 D M 200L 230/50 200 560 19,8 5,5 4 8 230/3/50 A1 230/1/50 1429 x 612 x 1300 dol 62 193

4152010085 CPM5,5/10 D M 200L 230/50 200 470 16,6 5,5 4 10 230/3/50 A1 230/1/50 1429 x 612 x 1300 dol 62 193

4152010086 CPM5,5/8 DX M 200L 230/50 200 560 19,8 5,5 4 8 230/3/50 A1 230/1/50 1429 x 612 x 1300 sds 62 193

4152010087 CPM5,5/10 DX M 200L 230/50 200 470 16,6 5,5 4 10 230/3/50 A1 230/1/50 1429 x 612 x 1300 sds 62 193

4152010088 CPM7,5/8 DX M 200L 230/50 200 697 24,6 7,5 5,5 8 230/3/50 A1 230/1/50 1429 x 612 x 1300 sds 64 198

4152010089 CPM7,5/10 DX M 200L 230/50 200 600 21,2 7,5 5,5 10 230/3/50 A1 230/1/50 1429 x 612 x 1300 sds 64 198

Partnumber Type Liters l/m cfm HP kW bar volt Dryer volt L x W x H (mm) Start dB(A) Kg Partnumber Type Liters l/m cfm HP kW bar volt Dryer volt L x W x H (mm) Start dB(A) Kg

Partnumber 415200029

One stop operating

Air delivery 
pressure gauge

On/Off switch and emergency stop

Hour meter

High temperature and safety 
thermostat reset

High oil temperature warning lamp

Suited for 1 / 2 operators

Polisher CP7200

CPM4/10 D M 200L 230/60: Receiver Mounted 200L + Dryer44



4152010024 CPM3/8 D M 200L 230/1/50 200 297 10,5 3 2,2 8 230/1/50 A1 230/1/50 1429 x 612 x 1300 dol 61 187

4152010025 CPM3/10 D M 200L 230/1/50 200 240 8,5 3 2,2 10 230/1/50 A1 230/1/50 1429 x 612 x 1300 dol 61 187

4152010026 CPM3/8 D M 200L 400/50 200 297 10,5 3 2,2 8 400/3/50 A1 230/1/50 1429 x 612 x 1300 dol 61 187

4152010027 CPM3/10 D M 200L 400/50 200 240 8,5 3 2,2 10 400/3/50 A1 230/1/50 1429 x 612 x 1300 dol 61 187

4152010028 CPM4/8 D M 200L 400/50 200 443 15,6 4 3 8 400/3/50 A1 230/1/50 1429 x 612 x 1300 dol 61 191

4152010029 CPM4/10 D M 200L 400/50 200 320 11,3 4 3 10 400/3/50 A1 230/1/50 1429 x 612 x 1300 dol 61 191

4152010030 CPM5,5/8 D M 200L 400/50 200 560 19,8 5,5 4 8 400/3/50 A1 230/1/50 1429 x 612 x 1300 dol 62 193

4152010031 CPM5,5/10 D M 200L 400/50 200 470 16,6 5,5 4 10 400/3/50 A1 230/1/50 1429 x 612 x 1300 dol 62 193

4152010032 CPM5,5/8 DX M 200L 400/50 200 560 19,8 5,5 4 8 400/3/50 A1 230/1/50 1429 x 612 x 1300 sds 62 193

4152010033 CPM5,5/10 DX M 200L 400/50 200 470 16,6 5,5 4 10 400/3/50 A1 230/1/50 1429 x 612 x 1300 sds 62 193

4152010034 CPM7,5/8 DX M 200L 400/50 200 697 24,6 7,5 5,5 8 400/3/50 A1 230/1/50 1429 x 612 x 1300 sds 64 198

4152010035 CPM7,5/10 DX M 200L 400/50 200 600 21,2 7,5 5,5 10 400/3/50 A1 230/1/50 1429 x 612 x 1300 sds 64 198

4152010080 CPM3/8 D M 200L 230/50 200 297 10,5 3 2,2 8 230/3/50 A1 230/1/50 1429 x 612 x 1300 dol 61 187

4152010081 CPM3/10 D M 200L 230/50 200 240 8,5 3 2,2 10 230/3/50 A1 230/1/50 1429 x 612 x 1300 dol 61 187

4152010082 CPM4/8 D M 200L 230/50 200 443 15,6 4 3 8 230/3/50 A1 230/1/50 1429 x 612 x 1300 dol 61 191

4152010083 CPM4/10 D M 200L 230/50 200 320 11,3 4 3 10 230/3/50 A1 230/1/50 1429 x 612 x 1300 dol 61 191

4152010084 CPM5,5/8 D M 200L 230/50 200 560 19,8 5,5 4 8 230/3/50 A1 230/1/50 1429 x 612 x 1300 dol 62 193

4152010085 CPM5,5/10 D M 200L 230/50 200 470 16,6 5,5 4 10 230/3/50 A1 230/1/50 1429 x 612 x 1300 dol 62 193

4152010086 CPM5,5/8 DX M 200L 230/50 200 560 19,8 5,5 4 8 230/3/50 A1 230/1/50 1429 x 612 x 1300 sds 62 193

4152010087 CPM5,5/10 DX M 200L 230/50 200 470 16,6 5,5 4 10 230/3/50 A1 230/1/50 1429 x 612 x 1300 sds 62 193

4152010088 CPM7,5/8 DX M 200L 230/50 200 697 24,6 7,5 5,5 8 230/3/50 A1 230/1/50 1429 x 612 x 1300 sds 64 198

4152010089 CPM7,5/10 DX M 200L 230/50 200 600 21,2 7,5 5,5 10 230/3/50 A1 230/1/50 1429 x 612 x 1300 sds 64 198

Partnumber Type Liters l/m cfm HP kW bar volt Dryer volt L x W x H (mm) Start dB(A) Kg

4152010048 CPM3/8 D M 270L 230/1/50 270 297 10,5 3 2,2 8 230/1/50 A1 230/1/50 1531 x 612 x 1394 dol 61 198

4152010049 CPM3/10 D M 270L 230/1/50 270 240 8,5 3 2,2 10 230/1/50 A1 230/1/50 1531 x 612 x 1394 dol 61 198

4152010050 CPM3/8 D M 270L 400/50 270 297 10,5 3 2,2 8 400/3/50 A1 230/1/50 1531 x 612 x 1394 dol 61 198

4152010051 CPM3/10 D M 270L 400/50 270 240 8,5 3 2,2 10 400/3/50 A1 230/1/50 1531 x 612 x 1394 dol 61 198

4152010052 CPM4/8 D M 270L 400/50 270 443 15,6 4 3 8 400/3/50 A1 230/1/50 1531 x 612 x 1394 dol 61 202

4152010053 CPM4/10 D M 270L 400/50 270 320 11,3 4 3 10 400/3/50 A1 230/1/50 1531 x 612 x 1394 dol 61 202

4152010054 CPM5,5/8 D M 270L 400/50 270 560 19,8 5,5 4 8 400/3/50 A1 230/1/50 1531 x 612 x 1394 dol 62 204

4152010055 CPM5,5/10 D M 270L 400/50 270 470 16,6 5,5 4 10 400/3/50 A1 230/1/50 1531 x 612 x 1394 dol 62 204

4152010056 CPM5,5/8 DX M 270L 400/50 270 560 19,8 5,5 4 8 400/3/50 A1 230/1/50 1531 x 612 x 1394 sds 62 204

4152010057 CPM5,5/10 DX M 270L 400/50 270 470 16,6 5,5 4 10 400/3/50 A1 230/1/50 1531 x 612 x 1394 sds 62 204

4152010058 CPM7,5/8 DX M 270L 400/50 270 697 24,6 7,5 5,5 8 400/3/50 A1 230/1/50 1531 x 612 x 1394 sds 64 209

4152010059 CPM7,5/10 DX M 270L 400/50 270 600 21,2 7,5 5,5 10 400/3/50 A1 230/1/50 1531 x 612 x 1394 sds 64 290

4152010100 CPM3/8 D M 270L 230/50 270 297 10,5 3 2,2 8 230/3/50 A1 230/1/50 1531 x 612 x 1394 dol 61 198

4152010101 CPM3/10 D M 270L 230/50 270 240 8,5 3 2,2 10 230/3/50 A1 230/1/50 1531 x 612 x 1394 dol 61 198

4152010102 CPM4/8 D M 270L 230/50 270 443 15,6 4 3 8 230/3/50 A1 230/1/50 1531 x 612 x 1394 dol 61 202

4152010103 CPM4/10 D M 270L 230/50 270 320 11,3 4 3 10 230/3/50 A1 230/1/50 1531 x 612 x 1394 dol 61 202

4152010104 CPM5,5/8 D M 270L 230/50 270 560 19,8 5,5 4 8 230/3/50 A1 230/1/50 1531 x 612 x 1394 dol 62 204

4152010105 CPM5,5/10 D M 270L 230/50 270 470 16,6 5,5 4 10 230/3/50 A1 230/1/50 1531 x 612 x 1394 dol 62 204

4152010106 CPM5,5/8 DX M 270L 230/50 270 560 19,8 5,5 4 8 230/3/50 A1 230/1/50 1531 x 612 x 1394 sds 62 204

4152010107 CPM5,5/10 DX M 270L 230/50 270 470 16,6 5,5 4 10 230/3/50 A1 230/1/50 1531 x 612 x 1394 sds 62 204

4152010108 CPM7,5/8 DX M 270L 230/50 270 697 24,6 7,5 5,5 8 230/3/50 A1 230/1/50 1531 x 612 x 1394 sds 64 209

4152010109 CPM7,5/10 DX M 270L 230/50 270 600 21,2 7,5 5,5 10 230/3/50 A1 230/1/50 1531 x 612 x 1394 sds 64 290

Partnumber Type Liters l/m cfm HP kW bar volt Dryer volt L x W x H (mm) Start dB(A) Kg

Technology Screw 10 bar

Use Continous

Air quality Dry

Noise level Silent

Vessel size 200l

CPM4/10 D M 200L 230/60: Receiver Mounted 200L + Dryer

Car tire service



Firm reliable power at 15 bar

•	 Truck tire service made simple with strong 15 bar pumps
•	 Longer compressor lifetime due to less wear and heath: low 

running motor speed
•	 Easy maintenance: quick filter cleaning and replacement; oil 

sight glass	
•	 Safety first with the clear and userfriendly pressure switch, 

metal belt guard, and adapted vessel for 15 bar

Suited for 2 / 3 operators

Full partnership in 
truck tire servicing
Belt driven 2 stage compressors

Partnumber Type Comp. Liters l/m cfm m3/h HP kW rpm volt/Hz phase bar psi Start L x W x H (mm) kg/Lb

4116022881 CPRD 8500 NS6000 FT 15 2 500 570 20,1 34,2 7,5 5,5 1000 400/700/50 3 15 218 dol 2030 x 680 x 1400 290/640

4116022882 CPRD 10500 NS7000 FT 15 2 500 930 32,8 55,8 10,0 7,5 1000 400/700/50 3 15 218 dol 2030 x 680 x 1400 305/672

Blue tork nutrunner CP7600xC
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CPRD 8500 NS6000 FT 15

Silencing and 
userfriendly

Lower air temperature 
enhances tools 
efficiency

Technology Piston 15 bar

Use Intermittent

Air quality Standard

Noise level Standard

Vessel size 500l

Partnumber 4116022881

Safe comfort

Truck tire service



For exhaustive & comfortable service at 8, 10 or 13 bar

•	 Easy installation, long lifetime and more efficiency for 
continuous air demands with screw technology

•	 Low noise units with screw technology and high quality insulation
•	 Safety first: fire proof insulating foam, emergency stop, motor 

and oil temperature warning, general warning sign
•	 Easy maintenance: immediate access to all mechanical and 

electrical components, external oil sight glass
•	 Dryer version for enhanced tools efficiency and reliability and 

high air quality

Suited for 1 /2 operators

Full partnership in 
truck tire service

Impact screwdriver CP7830
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CPM10/10 XB 400/50: Floor Mounted

Partnumber 4152010401

4152010400 CPM10/8 XB 400/50 1008 35,6 10 7,5 8 400/3/50 810 x 650 x 995 sds 66 167

4152010401 CPM10/10 XB 400/50 920 32,5 10 7,5 10 400/3/50 810 x 650 x 995 sds 66 167

4152010402 CPM10/13 XB 400/50 557 19,7 10 7,5 13 400/3/50 810 x 650 x 995 sds 66 167

4152010403 CPM15/8 XB 400/50 1428 50,4 15 11 8 400/3/50 810 x 650 x 995 sds 68 180

4152010404 CPM15/10 XB 400/50 1310 46,3 15 11 10 400/3/50 810 x 650 x 995 sds 68 180

4152010405 CPM15/13 XB 400/50 887 31,3 15 11 13 400/3/50 810 x 650 x 995 sds 68 180

4152010406 CPM20/8 XB 400/50 1750 61,8 20 15 8 400/3/50 810 x 650 x 995 sds 69 189

4152010407 CPM20/10 XB 400/50 1650 58,3 20 15 10 400/3/50 810 x 650 x 995 sds 69 189

4152010408 CPM20/13 XB 400/50 1190 42,0 20 15 13 400/3/50 810 x 650 x 995 sds 69 189

4152010409 CPM10/8 XB 230/50 1008 35,6 10 7,5 8 230/3/50 810 x 650 x 995 sds 66 167

4152010410 CPM10/10 XB 230/50 920 32,5 10 7,5 10 230/3/50 810 x 650 x 995 sds 66 167

4152010411 CPM10/13 XB 230/50 557 19,7 10 7,5 13 230/3/50 810 x 650 x 995 sds 66 167

4152010412 CPM15/8 XB 230/50 1428 50,4 15 11 8 230/3/50 810 x 650 x 995 sds 68 180

4152010413 CPM15/10 XB 230/50 1310 46,3 15 11 10 230/3/50 810 x 650 x 995 sds 68 180

4152010414 CPM15/13 XB 230/50 887 31,3 15 11 13 230/3/50 810 x 650 x 995 sds 68 180

4152010415 CPM20/8 XB 230/50 1750 61,8 20 15 8 230/3/50 810 x 650 x 995 sds 69 189

4152010416 CPM20/10 XB 230/50 1650 58,3 20 15 10 230/3/50 810 x 650 x 995 sds 69 189

4152010417 CPM20/13 XB 230/50 1190 42,0 20 15 13 230/3/50 810 x 650 x 995 sds 69 189

Partnumber Type l/m cfm HP kW bar volt L x W x H (mm) Start dB(A) Kg

Technology Screw 10 bar

Use Continous

Air quality Standard

Noise level Silent

Efficiency and reliability Easy maintenance

Truck tire service



CPM10/13 X 500L 230/50: Receiver Mounted 500L

Partnumber 4152010456

Easy maintenance Great cooling, 
less wear

Suited for 1 / 2 operators

Efficiency and reliability

4152010427 CPM10/8 X 270L 400/50 270 1008 35,6 10 7,5 8 400/3/50 1533 x 650 x 1352 sds 66 202

4152010428 CPM10/10 X 270L 400/50 270 920 32,5 10 7,5 10 400/3/50 1533 x 650 x 1352 sds 66 202

4152010429 CPM15/8 X 270L 400/50 270 1428 50,4 15 11 8 400/3/50 1533 x 650 x 1352 sds 68 215

4152010430 CPM15/10 X 270L 400/50 270 1310 46,3 15 11 10 400/3/50 1533 x 650 x 1352 sds 68 215

4152010431 CPM20/8 X 270L 400/50 270 1750 61,8 20 15 8 400/3/50 1533 x 650 x 1352 sds 69 224

4152010432 CPM20/10 X 270L 400/50 270 1650 58,3 20 15 10 400/3/50 1533 x 650 x 1352 sds 69 224

4152010433 CPM10/8 X 270L 230/50 270 1008 35,6 10 7,5 8 230/3/50 1533 x 650 x 1352 sds 66 202

4152010434 CPM10/10 X 270L 230/50 270 920 32,5 10 7,5 10 230/3/50 1533 x 650 x 1352 sds 66 202

4152010435 CPM15/8 X 270L 230/50 270 1428 50,4 15 11 8 230/3/50 1533 x 650 x 1352 sds 68 215

4152010436 CPM15/10 X 270L 230/50 270 1310 46,3 15 11 10 230/3/50 1533 x 650 x 1352 sds 68 215

4152010437 CPM20/8 X 270L 230/50 270 1750 61,8 20 15 8 230/3/50 1533 x 650 x 1352 sds 69 224

4152010438 CPM20/10 X 270L 230/50 270 1650 58,3 20 15 10 230/3/50 1533 x 650 x 1352 sds 69 224

Partnumber Type Liters l/m cfm HP kW bar volt L x W x H (mm) Start dB(A) Kg

Blue tork nutrunner CP7600xB
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CPM10/13 X 500L 230/50: Receiver Mounted 500L

4152010445 CPM10/8 X 500L 400/50 500 1008 35,6 10 7,5 8 400/3/50 1935 x 650 x 1483 sds 66 292

4152010446 CPM10/10 X 500L 400/50 500 920 32,5 10 7,5 10 400/3/50 1935 x 650 x 1483 sds 66 292

4152010447 CPM10/13 X 500L 400/50 500 557 19,7 10 7,5 13 400/3/50 1935 x 650 x 1483 sds 66 292

4152010448 CPM15/8 X 500L 400/50 500 1428 50,4 15 11 8 400/3/50 1935 x 650 x 1483 sds 68 305

4152010449 CPM15/10 X 500L 400/50 500 1310 46,3 15 11 10 400/3/50 1935 x 650 x 1483 sds 68 305

4152010450 CPM15/13 X 500L 400/50 500 887 31,3 15 11 13 400/3/50 1935 x 650 x 1483 sds 68 305

4152010451 CPM20/8 X 500L 400/50 500 1750 61,8 20 15 8 400/3/50 1935 x 650 x 1483 sds 69 314

4152010452 CPM20/10 X 500L 400/50 500 1650 58,3 20 15 10 400/3/50 1935 x 650 x 1483 sds 69 314

4152010453 CPM20/13 X 500L 400/50 500 1190 42,0 20 15 13 400/3/50 1935 x 650 x 1483 sds 69 314

4152010454 CPM10/8 X 500L 230/50 500 1008 35,6 10 7,5 8 230/3/50 1935 x 650 x 1483 sds 66 292

4152010455 CPM10/10 X 500L 230/50 500 920 32,5 10 7,5 10 230/3/50 1935 x 650 x 1483 sds 66 292

4152010456 CPM10/13 X 500L 230/50 500 557 19,7 10 7,5 13 230/3/50 1935 x 650 x 1483 sds 66 292

4152010457 CPM15/8 X 500L 230/50 500 1428 50,4 15 11 8 230/3/50 1935 x 650 x 1483 sds 68 305

4152010458 CPM15/10 X 500L 230/50 500 1310 46,3 15 11 10 230/3/50 1935 x 650 x 1483 sds 68 305

4152010459 CPM15/13 X 500L 230/50 500 887 31,3 15 11 13 230/3/50 1935 x 650 x 1483 sds 68 305

4152010460 CPM20/8 X 500L 230/50 500 1750 61,8 20 15 8 230/3/50 1935 x 650 x 1483 sds 69 314

4152010461 CPM20/10 X 500L 230/50 500 1650 58,3 20 15 10 230/3/50 1935 x 650 x 1483 sds 69 314

4152010462 CPM20/13 X 500L 230/50 500 1190 42,0 20 15 13 230/3/50 1935 x 650 x 1483 sds 69 314

Partnumber Type Liters l/m cfm HP kW bar volt L x W x H (mm) Start dB(A) Kg

Technology Screw 13 bar

Use Continous

Air quality Standard

Noise level Silent

Vessel size 500l

Truck tire service



CPM15/10 DX 270L 400/50: Receiver Mounted 270L + Dryer

4152010472 CPM10/8 DX 270L 400/50 270 1008 35,6 10 7,5 8 400/3/50 A3 230/1/50 1533 x 650 x 1352 sds 66 245

4152010473 CPM10/10 DX 270L 400/50 270 920 32,5 10 7,5 10 400/3/50 A3 230/1/50 1533 x 650 x 1352 sds 66 245

4152010474 CPM15/8 DX 270L 400/50 270 1428 50,4 15 11 8 400/3/50 A4 230/1/50 1533 x 650 x 1352 sds 68 259

4152010475 CPM15/10 DX 270L 400/50 270 1310 46,3 15 11 10 400/3/50 A4 230/1/50 1533 x 650 x 1352 sds 68 259

4152010476 CPM20/8 DX 270L 400/50 270 1750 61,8 20 15 8 400/3/50 A4 230/1/50 1533 x 650 x 1352 sds 69 277

4152010477 CPM20/10 DX 270L 400/50 270 1650 58,3 20 15 10 400/3/50 A4 230/1/50 1533 x 650 x 1352 sds 69 277

4152010478 CPM10/8 DX 270L 230/50 270 1008 35,6 10 7,5 8 230/3/50 A3 230/1/50 1533 x 650 x 1352 sds 66 245

4152010479 CPM10/10 DX 270L 230/50 270 920 32,5 10 7,5 10 230/3/50 A3 230/1/50 1533 x 650 x 1352 sds 66 245

4152010480 CPM15/8 DX 270L 230/50 270 1428 50,4 15 11 8 230/3/50 A4 230/1/50 1533 x 650 x 1352 sds 68 259

4152010481 CPM15/10 DX 270L 230/50 270 1310 46,3 15 11 10 230/3/50 A4 230/1/50 1533 x 650 x 1352 sds 68 259

4152010482 CPM20/8 DX 270L 230/50 270 1750 61,8 20 15 8 230/3/50 A4 230/1/50 1533 x 650 x 1352 sds 69 277

4152010483 CPM20/10 DX 270L 230/50 270 1650 58,3 20 15 10 230/3/50 A4 230/1/50 1533 x 650 x 1352 sds 69 277

Partnumber Type Liters l/m cfm HP kW bar volt Dryer volt L x W x H (mm) Start dB(A) Kg

Partnumber 4152010475

Polisher CP3512

Suited for 1 / 2 operators

Better equipment 
lifetime and quality

On/Off switch and emergency stop

Oil and motor overheating alarm

Compressor start up

Compressor on load

General alarm

Running idle

Ready to start /operating

Main power on

One stop operating

Partnumber Type Liters l/m cfm HP kW bar volt Dryer volt L x W x H (mm) Start dB(A) Kg
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CPM15/10 DX 270L 400/50: Receiver Mounted 270L + Dryer

Technology Screw 10 bar

Use Continous

Air quality High

Noise level Silent

Vessel size 270l

4152010490 CPM10/8 DX 500L 400/50 500 1008 35,6 10 7,5 8 400/3/50 A3 230/1/50 1935 x 650 x 1483 sds 66 335

4152010491 CPM10/10 DX 500L 400/50 500 920 32,5 10 7,5 10 400/3/50 A3 230/1/50 1935 x 650 x 1483 sds 66 335

4152010492 CPM10/13 DX 500L 400/50 500 557 19,7 10 7,5 13 400/3/50 A3 230/1/50 1935 x 650 x 1483 sds 66 335

4152010493 CPM15/8 DX 500L 400/50 500 1428 50,4 15 11 8 400/3/50 A4 230/1/50 1935 x 650 x 1483 sds 68 349

4152010494 CPM15/10 DX 500L 400/50 500 1310 46,3 15 11 10 400/3/50 A4 230/1/50 1935 x 650 x 1483 sds 68 349

4152010495 CPM15/13 DX 500L 400/50 500 887 31,3 15 11 13 400/3/50 A4 230/1/50 1935 x 650 x 1483 sds 68 349

4152010496 CPM20/8 DX 500L 400/50 500 1750 61,8 20 15 8 400/3/50 A4 230/1/50 1935 x 650 x 1483 sds 69 367

4152010497 CPM20/10 DX 500L 400/50 500 1650 58,3 20 15 10 400/3/50 A4 230/1/50 1935 x 650 x 1483 sds 69 367

4152010498 CPM20/13 DX 500L 400/50 500 1190 42,0 20 15 13 400/3/50 A4 230/1/50 1935 x 650 x 1483 sds 69 367

4152010499 CPM10/8 DX 500L 230/50 500 1008 35,6 10 7,5 8 230/3/50 A3 230/1/50 1935 x 650 x 1483 sds 66 335

4152010500 CPM10/10 DX 500L 230/50 500 920 32,5 10 7,5 10 230/3/50 A3 230/1/50 1935 x 650 x 1483 sds 66 335

4152010501 CPM10/13 DX 500L 230/50 500 557 19,7 10 7,5 13 230/3/50 A3 230/1/50 1935 x 650 x 1483 sds 66 335

4152010502 CPM15/8 DX 500L 230/50 500 1428 50,4 15 11 8 230/3/50 A4 230/1/50 1935 x 650 x 1483 sds 68 349

4152010503 CPM15/10 DX 500L 230/50 500 1310 46,3 15 11 10 230/3/50 A4 230/1/50 1935 x 650 x 1483 sds 68 349

4152010504 CPM15/13 DX 500L 230/50 500 887 31,3 15 11 13 230/3/50 A4 230/1/50 1935 x 650 x 1483 sds 68 349

4152010505 CPM20/8 DX 500L 230/50 500 1750 61,8 20 15 8 230/3/50 A4 230/1/50 1935 x 650 x 1483 sds 69 367

4152010506 CPM20/10 DX 500L 230/50 500 1650 58,3 20 15 10 230/3/50 A4 230/1/50 1935 x 650 x 1483 sds 69 367

4152010507 CPM20/13 DX 500L 230/50 500 1190 42,0 20 15 13 230/3/50 A4 230/1/50 1935 x 650 x 1483 sds 69 367

Partnumber Type Liters l/m cfm HP kW bar volt Dryer volt L x W x H (mm) Start dB(A) Kg

Truck tire service



Big flows for high demands

•	 Full bodied air flows with large dual compression pumps
•	 Enhanced tools efficiency and reliability with aluminium 

aftercooler, and extra intercooler on NS59S pump
•	 Easy maintenance: quick filter cleaning and replacement, and 

oil sight glass
•	 Safety first with the clear and userfriendly pressure switch and 

metal belt guard
•	 Extra flexibility with baseplate configuration
•	 Backup solution with tandem units for extra reliability

Suited for 2 / 3 operators + 1 in body workshop

Detailed car 
body workshop	
Belt driven 2 stage compressors
Baseplate compressors
Tandem compressors

Partnumber Type Comp. Liters l/m cfm m3/h HP kW rpm volt/Hz phase bar psi Start L x W x H (mm) kg/Lb

4116022869 CPRD 10270 NS59S MT 2 270 1210 42,7 72,6 10,0 7,5 950 400/50 3 11 160 dol 1520 x 590 x 1260 220/485

4116022870 CPRD 10270 NS59S FT 2 270 1210 42,7 72,6 10,0 7,5 950 400/50 3 11 160 dol 1520 x 590 x 1260 220/485

4116022873 CPRD 10500 NS59S MT 2 500 1210 42,7 72,6 10,0 7,5 950 400/50 3 11 160 dol 2030 x 680 x 1400 295/650

4116022874 CPRD 10500 NS59S FT 2 500 1210 42,7 72,6 10,0 7,5 950 400/50 3 11 160 dol 2030 x 680 x 1400 295/650

4116000162 CPRF 100 NS59S BTT 2 0 1210 42,7 72,6 10,0 7,5 950 400/700/50 3 11 160 dol 1090 x 640 x 800 135/298

4116000164 CPRF 100 NS59S BFT 2 0 1210 42,7 72,6 10,0 7,5 950 400/700/50 3 11 160 dol 1100 x 640 x 800 135/298

4116022876 CPRD 8500 NS29S FT 2 500 1028 36,3 61,7 4+4 3+3 1400 400/50 3 11 160 dol 2070 x 680 x 1300 304/670

Orbital sander CP7225-3
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CPRD 10500 NS59S FT

Silent and user friendly Efficient tools

Full power airSafetySafe comfort

CPRF 100 NS59S BFT

Technology Piston 11 bar

Use Intermittent

Air quality Standard

Noise level Standard

Technology Piston 11 bar

Use Intermittent

Air quality Standard

Noise level Standard

Vessel size 500l

Partnumber 4116022874

Partnumber 4116000164

Car body workshop



Big low noise flows for a nice working environment

•	 Silenced units with sound proof cabinet, and cast iron units 
running at low speed

•	 Safety first: fire proof insulation foam on canopy units; metal 
belt guard on cast iron units

•	 Easy maintenance: immediate access to all mechanical and 
electrical components

•	 Enhanced tools efficiency and reliability with tank mounted 
dryers

Suited for 2 / 3 operators + 1 in body workshop

Comfort car 
body workshop
Silent compressors
Cast iron compressors

Partnumber Type Comp. Liters l/m cfm m3/h HP kW rpm volt/Hz phase bar psi L x W x H (mm) Start Db(A) kg/Lb

4116007223 CPRS 100 B7000 FT 2 0 1210 42,7 72,6 10,0 7,5 1300 400/50 3 11 160 1270 x 780 x 890 dol 68 253/558

4116007224 CPRS 100 B7000 FT Y 2 0 1210 42,7 72,6 10,0 7,5 1300 400/50 3 11 160 1270 x 780 x 890 sds 68 259/571

4116007232 CPRS 10500 B7000 FT 2 500 1210 42,7 72,6 10,0 7,5 1300 400/50 3 11 160 2020 x 1000 x 1600 dol 68 442/974

4116007233 CPRS 10500 B7000 FT Y 2 500 1210 42,7 72,6 10,0 7,5 1300 400/50 3 11 160 2020 x 1000 x 1600 sds 68 448/988

4116007234 CPRS 6500 B5900B FTD 2 500 653 23,1 39,2 5,5 4,0 1370 400/50 3 11 160 2020 x 1000 x 1600 dol 68 302/666

4116007235 CPRS 6500 B5900B FTD Y 2 500 653 23,1 39,2 5,5 4,0 1370 400/50 3 11 160 2020 x 1000 x 1600 sds 68 306/675

4116007236 CPRS 8500 B6000B FTD 2 500 827 29,2 49,6 7,5 5,5 1400 400/50 3 11 160 2020 x 1000 x 1600 dol 68 404/891

4116007237 CPRS 8500 B6000B FTD Y 2 500 827 29,2 49,6 7,5 5,5 1400 400/50 3 11 160 2020 x 1000 x 1600 sds 68 410/904

4116007238 CPRS 10500 B7000 FTD 2 500 1210 42,7 72,6 10,0 7,5 1300 400/50 3 11 160 2020 x 1000 x 1600 dol 68 442/974

4116007239 CPRS 10500 B7000 FTD Y 2 500 1210 42,7 72,6 10,0 7,5 1300 400/50 3 11 160 2020 x 1000 x 1600 sds 68 448/988

CPRK N-980-2-500(A) 2 500 980 34,6 58,8 7,5 5,5 400 3 10 145 sds

CPRK N-1300-2-500(A) 2 500 1300 45,9 78,0 10,0 7,5 965 400/50 3 10 145 1971 x 620 x 1220 sds 77 341/752

Orbital sander CP7255
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CPRS 10500 B7000 FTD

Easy maintenance Ease of use

Low speed, low wearRobust and reliable

CPRK N-1300-2-500(A)

Technology Piston 10 bar

Use Intensive

Air quality Standard

Noise level Low

Vessel size 500l

Technology Piston 11 bar

Use Intermittent

Air quality Dry

Noise level Silent

Vessel size 500l

Partnumber 4116007238

Safe and silent

Car body workshop



Go for the bigger flow

•	 Flexibilty guaranteed on tandem pump installations: the pumps 
can be use separately or simultaneous

•	 Reliability ahead with each pump having its own connection to 
the vessel; backup solution

•	 Safety first with the clear and userfriendly pressure switch and 
metal belt guard

Suited for 3 operators + 1 in body workshop

Top car 
body workshop
Belt driven 2 stage compressors
Tandem compressors

Partnumber Type Comp. Liters l/m cfm m3/h HP kW rpm volt/Hz phase bar psi Start L x W x H (mm) kg/Lb

4116022877 CPRD 11500 NS39 FT 2 500 1300 45,9 78,0 5,5 + 5,5 4 + 4 1000 400/50 3 11 160 dol 2070 x 680 x 1300 400/882

4116022878 CPRD 15500 NS59S FT 2 500 1900 67,1 114,0 7,5 + 7,5 5,5 + 5,5 750 400/50 3 11 160 dol 2450 x 660 x 1400 406/895

4116022879 CPRD 20500 NS59S FT 2 500 2420 85,5 145,2 10 + 10 7,5 + 7,5 950 400/50 3 11 160 dol 2450 x 660 x 1400 426/939

4116022880 CPRD 20900 NS59S FT 2 900 2420 85,5 145,2 10 + 10 7,5 + 7,5 950 400/50 3 11 160 dol 2650 x 950 x 1770 586/1292

4116022875 CPRD 25900 NS89 FT Y 2 900 2270 80,2 136,2 25,0 18,5 1100 400/700/50 3 11 160 sds 2450 x 850 x 1700 604/1332

Polisher CP3510
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CPRD 25900 NS89 FT Y

Strength Reliability

Single or double use: 
flexibilty

Reliability

CPRD 20900 NS59S FT

Technology Piston 11 bar

Use Intensive

Air quality Standard

Noise level Standard

Vessel size 900l

Technology Piston 11 bar

Use Intermittent

Air quality Standard

Noise level Standard

Vessel size 900l

Partnumber 4116022875

Partnumber 4116022880

Car body workshop



Partnumber Type m³/h cfm kW volt/Hz bar Refrig. gas Connection gas L x W x H (mm) kg

4102001410 DRYER CPX 10(A0)230/50 CE 21 12,4 0,13 230/50 16 R134a 3/4” M 350 x 500 x 450 19

4102001411 DRYER CPX 20(A1)230/50 CE 36 21,2 0,16 230/50 16 R134a 3/4” M 350 x 500 x 450 19

4102001412 DRYER CPX 30(A2)230/50 CE 51 30,0 0,19 230/50 16 R134a 3/4” M 350 x 500 x 450 20

4102001413 DRYER CPX 40(A3)230/50 CE 72 42,4 0,27 230/50 16 R134a 3/4” M 350 x 500 x 450 25

4102001414 DRYER CPX 60(A4)230/50 CE 110 64,4 0,28 230/50 16 R134a 3/4” M 350 x 500 x 450 27

•	 Dry air and improved lubrification for a longer life time of 
equipment and superior production quality

•	 Preventing corrosion of equipment by removing water vapour 
during compression process, no frost

•	 High efficiency device for extended lifetime, lower maintenance 
cost and improved production process; energy saving with 
intelligent automatic drain

•	 Easy maintenance with quick access to all components

Top air quality for high 
end equipment and 
processes

Impact wrench CP724H

(1) Reference conditions: Operating pressure: 7 bar / 100 psi - Operating temperature: 35° - Room temperature: 25° - Pressure dewpoint: + 3°C +/- 1

(1) (1)
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DRYER CPX

easy dew point 
indicator

intelligent comfort 
drain

1	Refrigerant compressor

2	Condenser

3	Heat exchanger with high thermal exchange 
and low pressure drop

4	Automatic condensate discharge

5	Dewpoint indicator

DRYER CPX

Technology Refrigerant dryer

Air quality Dry

Partnumber Type m³/h cfm kW volt/Hz bar Refrig. gas Connection gas L x W x H (mm) kg

4102001410 DRYER CPX 10(A0)230/50 CE 21 12,4 0,13 230/50 16 R134a 3/4” M 350 x 500 x 450 19

4102001411 DRYER CPX 20(A1)230/50 CE 36 21,2 0,16 230/50 16 R134a 3/4” M 350 x 500 x 450 19

4102001412 DRYER CPX 30(A2)230/50 CE 51 30,0 0,19 230/50 16 R134a 3/4” M 350 x 500 x 450 20

4102001413 DRYER CPX 40(A3)230/50 CE 72 42,4 0,27 230/50 16 R134a 3/4” M 350 x 500 x 450 25

4102001414 DRYER CPX 60(A4)230/50 CE 110 64,4 0,28 230/50 16 R134a 3/4” M 350 x 500 x 450 27

35

4

2
1

Car body workshop



Options & accessories Part number

MB WALL MOUNTING KIT SMALL 1624 1645 00

MB WALL MOUNTING KIT MEDIUM 1624 1646 00

MB CONN. KIT - 2 FILT. SMALL 1624 1647 00

MB CONN. KIT - 2 FILT. MEDIUM 1624 1648 00

MB CONN. KIT - 3 FILT. SMALL 1624 1649 00

MB CONN. KIT - 3 FILT. MEDIUM 1624 1650 00

MB PRESSURE INDICATOR 1624 1640 00

MB ALUMINIUM PRESSURE GAUGE 1624 1641 00

MB PRESSURE GAUGE 1624 1642 00

MB PRESSURE GAUGE + LED 1624 1643 00

MB VOLTAGE FREE CONTACT GAUGE 1624 1644 00

Type Air treatment capacity at 7 bar.

Type 60 60 m3/h

Type 80 80 m3/h

Type 120 120 m3/h

Type 200 200 m3/h

Clean air for a longer life time of equipment and superior 
production quality.

•	 Prevents corrosion of equipment by removing atmospheric air 
impurities

•	 High efficiency devices for extended lifetime, lower 
maintenance cost and improved production process

•	 Easy installation and maintenance with fixed assembly and 
mobile cartridge body

•	 Manual or automatic discharge depending on model

Top air quality for high 
end equipment and 
processes
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CPFM
Coalescence filter

CPFS High efficiency 
coalescence filter

CPFA Activated
carbon filter

Partnumber Type Technology Solid filtration Oil filtration Color Application

8102 8245 81 AIR FILTER CPFM 60 G

Coalescence filter 0,1 μm 0,1 mg/m³ green

Specifically suitable as pre-filter for refrigerant 
dryers, as well as for de-oiling device filters, 
for preventing the tear of piping, of surface, 
treatments, etc …

8102 8246 31 AIR FILTER CPFM 80 G

8102 8246 80 AIR FILTER CPFM 120 G

8102 8247 30 AIR FILTER CPFM 200 G

8102 8245 99 AIR FILTER CPFS 60 G

High efficiency 
coalescence filter

0,01 μm 0,01 mg/m³ red

Specifically suitable as post-filter for refrigerant 
dryers, pre-filter for filters series CPFA and 
adsorption dryers, pneumatic transports, 
painting plants,control systems, laser cutting, 
etc...

8102 8246 49 AIR FILTER CPFS 80 G

8102 8246 98 AIR FILTER CPFS 120 G

8102 8247 48 AIR FILTER CPFS 200 G

8102 8246 23 AIR FILTER CPFP 60 G

Particulate 
filter

3 μm n.a. yellow

Ideal as protection filter of the line with 
downstream accessories, in case of 
compressed air with high contamination of 
liquids and dust. Usually suggested for rough 
uses of compressed air in general

8102 8246 72 AIR FILTER CPFP 80 G

8102 8247 22 AIR FILTER CPFP 120 G

8102 8247 71 AIR FILTER CPFP 200 G

8102 8246 07 AIR FILTER CPFA 60 G

Activated carbon filter n.a. 0,005 mg/m³ silver

Remove steam, oil and hydrocarbons odours. 
Used in the pharmaceutical, food and chemical 
industry, photography labs, packaging industry, 
galvanic treatments, quality painting, etc...

8102 8246 56 AIR FILTER CPFA 80 G

8102 8247 06 AIR FILTER CPFA 120 G

8102 8247 55 AIR FILTER CPFA 200 G

8102 8246 15 AIR FILTER CPFD 60 G

Dust filter 1 μm n.a. green

For higher fine dust quantities, for example 
at the outlet of a dessicant dryer. Additional 
filtration after CPFP prefilter or as a prefilter to 
the CPFS series.

8102 8246 64 AIR FILTER CPFD 80 G

8102 8247 14 AIR FILTER CPFD 120 G

8102 8247 63 AIR FILTER CPFD 200 G

Solid particles (Micron) Residual Oil (mg/mc) Quality Class (ISO)

3 1 0,1 0,01 0,1 0,01 0,005 8573-1 Solid 8573-1 Oils

not available 3

not available 2

1 2

< 1 1

not available < 1

CPFP
Pre-filter

Car body workshop

CPFD
Dust filter



Chicago Pneumatic tailored coolants you can trust.

1. Do not limit warranty of compressor 
2. Maximum performance & efficiency
3. Tested and approved for all applications & environments
4. Increase significantly the reliability & minimizes risks absolutely 
5. Extending the compressors’ lifetime 
6. Offer a firm grip on maintenance cost 

Lubricants are of vital importance.

Description Package Size Order Number Applications

ScrewGuard

5 L 6215 7140 00 Heavy industrial applications
Mild temperature environment

2000h drain interval / 1 yea
20 L 6215 7141 00

209 L 6215 7142 00

ScrewGuard Plus

5 L 6215 7144 00 From low to high duty operation 
Mild climate

4000h drain interval / 1 year 
20 L 6215 7145 00

209 L 6215 7146 00

ScrewGuard Xtra

5 L 6215 7148 00 Fully synthetic lubricant
Long drain interval (8000h)

High ambient condition
20 L 6215 7149 00

209 L 6215 7150 00

ScrewGuard FoodGrade 20 L 6215 7153 00 Packaging & Food (4000h)

Description Package Size Order Number Applications

Altair Pro

5 L 1630 0207 00 Low operation (< 500h / year)
Professional applications
DIY, home applications

20 x 1 L 2230 0061 90

209 L 1630 0207 01

Altair

1 L 6215 7163 00 Industria environment
Continuous operation

General industry
2 L 6215 7156 00

5 L 6215 7157 00

Altair Plus 5 L 6215 7158 00 Fully synthetic, heavy load

Engineered lubricants

Chicago Pneumatic 
Original Parts
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The use of low performance lubricants will damage irreversibly 
your equipment and lead to high maintenance and repair cost.

The consequences of poor performing lubricants can be: 
•	 main root cause of premature compression element failure 

(rotors or pistons)
•	 wear of components, increased friction, cavitations
•	 reduced cooling, overheating bearings, compression elements, 

components
•	 reduced critical clearance
•	 corrosion
•	 wrong pH, damage of parts, seals and internals
•	 varnish layer on internal parts (coolers, piping,…)
•	 low performance, higher engery consumption, higher cost
•	 deposits
•	 high unpredictable maintenance cost 
•	 clogging of oil filter, separator and down stream air filters
•	 limited operation range

ScrewGuard & Altair chemical properties are specifically 
engineered to maximize the reliability of every single component 
of your compressor.

Risks you can avoid

Spare parts - Engineered lubricants



Piston performance kit

Chicago Pneumatic is at your service with the comprehensive 
piston performance kit. Our field service engineers made 
complete and comprehensive kits available for you.

•	 Everything you need in one single kit
•	 Extending the lifetime of your compressor
•	 Providing a cost effective solution while improving reliability and 

performance
•	 Offering a user-friendly solution with detailed instructions
•	 Comprehensive kits including head and cylinder plate gaskets, 

intercooler and aftercooler gaskets, valve plate assembly, filter 
element, non-return valve internals

•	 Performance kits are available with and without the approved and 
certified lubricant Altair
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Pump Yearly Kit Order # 

B28(B)&B38(B) Performance kit w Altair Pro 8973 0376 21

B28(B)&B38(B) Performance kit 8973 0376 20

B39 & B40 Performance kit w Altair Pro 8973 0376 23

B39 & B40 Performance kit 8973 0376 22

B49 Performance kit w Altair 8973 0376 25

B49 Performance kit 8973 0376 24

B50 Performance kit w Altair 8973 0376 27

B50 Performance kit 8973 0376 26

B59 Performance kit w Altair 8973 0376 29

B59 Performance kit 8973 0376 28

B59 (NEW) Performance kit w Altair 8973 0376 31

B59 (NEW) Performance kit 8973 0376 30

B60 Performance kit w Altair 8973 0376 33

B60 Performance kit 8973 0376 32

B60 (NEW) Performance kit w Altair 8973 0376 35

B60 (NEW) Performance kit 8973 0376 34

B60 SILENT Performance kit w Altair 8973 0376 47

B60 SILENT Performance kit 8973 0376 46

B70 Performance kit w Altair 8973 0376 37

B70 Performance kit 8973 0376 36

B70 SILENT Performance kit w Altair 8973 0376 49

B70 SILENT Performance kit 8973 0376 48

NS39 Performance kit w Altair 8973 0376 39

NS39 Performance kit 8973 0376 38

NS59S Performance kit w Altair 8973 0376 41

NS59S Performance kit 8973 0376 40

NS89 Performance kit w Altair 8973 0376 45

NS89 Performance kit 8973 0376 44

Spare parts - piston performance kit



Chicago Pneumatic offers a wide range of high quality line filter 
elements for all your filtration needs in different filtrations grade 
according your application. 

Chicago Pneumatic high quality line filters are suitable for use 
with mineral, synthetic and polyglycol compressor fluids.

The valuable advantages of CP’s multi-layer construction
•	 Stainless steel inner and outer core ensure strength, long life and 

total element integrity 
•	 Stainless steel cores protect element from high differential pressure. 

the element will not burst 
•	 Stainless steel core prevents corrosion
•	 Multi-layer eases efficiency
•	 End caps will not corrode 
•	 Low pressure drop saves energy
•	 Will not disintegrate
•	 High temperature tolerance
•	 Provides optimum oil removal
•	 Highly durable

Original 
Chicago Pneumatic 

filter

Typical 
competitor

180

% Pressure drop

Wet pressure drop
of Chicago Pneumatic filter element

Pirate part

Chicago Pneumatic
Filter element

% Rated flow

160
140
120
100
80
60
40
20
0

0 100 120 140

High quality line filters elements
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Description Capacity @7 bar Filtration Quality Colour cartridge Order Number

AIR FILTER CPFM 60

60 m³/h 
17l/s

ISO class 2, 0,1μm, res. oil: 0.1 g/m³ Green 2258 2900 00

AIR FILTER CPFS 60 ISO class 1, 0.01μm, res. oil: 0.01 g/m³ Red 2258 2900 01

AIR FILTER CPFA 60 Activated carbon, res. oil: 0.003 g/m³ Silver 2258 2900 02

AIR FILTER CPFD 60 ISO class 2, 1μm, res. Oil: NA Green 2258 2900 00

AIR FILTER CPFP 60 Pre-filter, 3μm Yellow 2258 2900 03

AIR FILTER CPFM 80

80 m³/h 
22 l/s

ISO class 2, 0,1μm, res. oil: 0.1 g/m³ Green 2258 2900 04

AIR FILTER CPFS 80 ISO class 1, 0.01μm, res. oil: 0.01 g/m³ Red 2258 2900 05

AIR FILTER CPFA 80 Activated carbon, res. oil: 0.003 g/m³ Silver 2258 2900 06

AIR FILTER CPFD 80 ISO class 2, 1μm Green 2258 2900 04

AIR FILTER CPFP 80 Pre-filter, 3μm Yellow 2258 2900 07

AIR FILTER CPFM 120

120 m³/h 
33 l/s

ISO class 2, 0,1μm, res. oil: 0.1 g/m³ Green 2258 2900 08

AIR FILTER CPFS 120 ISO class 1, 0.01μm, res. oil: 0.01 g/m³ Red 2258 2900 09

AIR FILTER CPFA 120 Activated carbon, res. oil: 0.003 g/m³ Silver 2258 2900 10

AIR FILTER CPFD 120 ISO class 2, 1μm Green 2258 2900 08

AIR FILTER CPFP 120 Pre-filter, 3μm Yellow 2258 2900 11

AIR FILTER CPFM 200

200 m³/h 
55 l/s

ISO class 2, 0,1μm, res. oil: 0.1 g/m³ Green 2258 2900 12

AIR FILTER CPFS 200 ISO class 1, 0.01μm, res. oil: 0.01 g/m³ Red 2258 2900 13

AIR FILTER CPFA 200 Activated carbon, res. oil: 0.003 g/m³ Silver 2258 2900 14

AIR FILTER CPFD 200 ISO class 2, 1μm Green 2258 2900 12

AIR FILTER CPFP 200 Pre-filter, 3μm Yelow 2258 2900 15

AIR FILTER CPFM 340

340 m³/h 
93 l/s

ISO class 2, 0,1μm, res. oil: 0.1 g/m³ Green 2258 2900 16

AIR FILTER CPFS 340 ISO class 1, 0.01μm, res. oil: 0.01 g/m³ Red 2258 2900 17

AIR FILTER CPFA 340 Activated carbon, res. oil: 0.003 g/m³ Silver 2258 2900 18

AIR FILTER CPFD 340 ISO class 2, 1μm Green 2258 2900 16

AIR FILTER CPFP 340 Pre-filter, 3μm Yellow 2258 2900 19

AIR FILTER CPFM 510

510 m³/h 
142 l/s

ISO class 2, 0,1μm, res. oil: 0.1 g/m³ Green 2258 2900 20

AIR FILTER CPFS 510 ISO class 1, 0.01μm, res. oil: 0.01 g/m³ Red 2258 2900 21

AIR FILTER CPFA 510 Activated carbon, res. oil: 0.003 g/m³ Silver 2258 2900 22

AIR FILTER CPFD 510 ISO class 2, 1μm Green 2258 2900 20

AIR FILTER CPFP 510 Pre-filter, 3μm Yellow 2258 2900 23

AIR FILTER CPFM 800

800 m³/h 
217 l/s

ISO class 2, 0,1μm, res. oil: 0.1 g/m³ Green 2258 2900 24

AIR FILTER CPFS 800 ISO class 1, 0.01μm, res. oil: 0.01 g/m³ Red 2258 2900 25

AIR FILTER CPFA 800 Activated carbon, res. oil: 0.003 g/m³ Silver 2258 2900 26

AIR FILTER CPFD 800 ISO class 2, 1μm Green 2258 2900 24

AIR FILTER CPFP 800 Pre-filter, 3μm Yellow 2258 2900 27

AIR FILTER CPFM 1000

1000 m³/h 
278 l/s

ISO class 2, 0,1μm, res. oil: 0.1 g/m³ Green 2258 2900 28

AIR FILTER CPFS 1000 ISO class 1, 0.01μm, res. oil: 0.01 g/m³ Red 2258 2900 29

AIR FILTER CPFA 1000 Activated carbon, res. oil: 0.003 g/m³ Silver 2258 2900 30

AIR FILTER CPFD 1000 ISO class 2, 1μm Green 2258 2900 28

AIR FILTER CPFP 1000 Pre-filter, 3μm Yellow 2258 2900 31

AIR FILTER CPFM 1500

1500 m³/h 
417 l/s

ISO class 2, 0,1μm, res. oil: 0.1 g/m³ Green 2258 2900 32

AIR FILTER CPFS 1500 ISO class 1, 0.01μm, res. oil: 0.01 g/m³ Red 2258 2900 33

AIR FILTER CPFA 1500 Activated carbon, res. oil: 0.003 g/m³ Silver 2258 2900 34

AIR FILTER CPFD 1500 ISO class 2, 1μm Green 2258 2900 32

AIR FILTER CPFP 1500 Pre-filter, 3μm Yellow 2258 2900 35

AIR FILTER CPFM 2400

2400 m³/h 
666 l/s ***

ISO class 2, 0,1μm, res. oil: 0.1 g/m³ Green 2258 2900 36

AIR FILTER CPFS 2400 ISO class 1, 0.01μm, res. oil: 0.01 g/m³ Red 2258 2900 37

AIR FILTER CPFA 2400 Activated carbon, res. oil: 0.003 g/m³ Silver 2258 2900 38

AIR FILTER CPFD 2400 ISO class 2, 1μm Green 2258 2900 36

AIR FILTER CPFP 2400 Pre-filter, 3μm Yellow 2258 2900 39

Spare parts - High quality line filter elements



Service kit D
For condensate of normal conditions. 
•	 The lifetime of the activated carbon filters is twice the lifetime of 

oleophilic filters for normal condensate conditions.
•	 Includes the oleophilic filter (2x) and the activated carbon filter (1x) 
 

Service kit B
•	 For condensate with increased level of oil. 
•	 For installation with equal saturation time of all filters
•	 Includes the oleophilic filter (1x) and the activated carbon filter (1x) 
 

Service kit A
•	 This kit is typically used during the first service after the installation. 
•	 For condensate of normal conditions. 
•	 Includes the oleophilic filter (1x). 
 
All the service kits are delivered with diffuser and mufflers. 

High performing oil water separation kit

The Chicago Pneumatic CPP range enables the separation and 
removal of the contamination of condensate, so the water can 
simply be discharged. For each type of oil water separator, three 
service kits are available to suit the needs of the applications and 
optimise the service costs.
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Description Service kit type Capacity treatment Order Number

CPP 40 A 35l/s 2901140000

CPP 100 A 95l/s 2901140100

CPP 150 A 145l/s 2901140200

CPP 360 A 355l/s 2901140300

CPP 615 A 605l/s 2901140400

CPP 850 A 825l/s 2901140800

CPP 1200 A 1180l/s 2901140900

CPP 2430 A 2360l/s 2901141000

CPP 40 B 35l/sl/s 2901140001

CPP 100 B 95l/sl/s 2901140101

CPP 150 B 145l/sl/s 2901140201

CPP 360 B 355l/sl/s 2901140301

CPP 615 B 605l/sl/s 2901140401

CPP 850 B 825l/sl/s 2901140801

CPP 1200 B 1180l/sl/s 2901140901

CPP 2430 B 2360l/sl/s 2901141001

CPP 40 D 35l/sl/s 2901157500

CPP 100 D 95l/sl/s 2901157600

CPP 150 D 145l/sl/s 2901157700

CPP 360 D 355l/sl/s 2901157800

CPP 615 D 605l/sl/s 2901157900

CPP 850 D 825l/sl/s 2901158100

CPP 1200 D 1180l/sl/s 2901158200

CPP 2430 D 2360l/sl/s 2901158300

Providing superior oil separation

Spare Parts - High performing oil water separation kit



Fast, Easy, Reliable 
AIRnet is a compressed air piping system that delivers quality air 
exactly where you need it, from compressor to point of use. 

Peace of mind
•	 AIRnet consists of a full range of pipes, fittings and accessoires to 

cover every customer’s demand.
•	 Our 10 year warranty and unique design provide total peace of mind 
•	 AIRnet is 100% modular, ensuring reusable component parts. 

Assure your process quality
•	 AIRnet provides optimum air quality at the point of use. 
•	 Chrome-free anodizing ensures no internal pollution, making your 

system corrosion free. 
•	 The system remains clean, protecting all downstream equipment.

Savings
•	 The leakage rate is down to zero, support you to realize effective 

cost savings.
•	 Minimal pressure drop optimizes full use of your compressed air and 

saves energy. T
•	 The system comes pre-painted in the standard color for compressed 

air applications. 
•	 Extremely light and easy to install: this allows efficient manpower 

and minimun downtime.

Availability
•	 All parts are available from stock.

With AIRnet you can ensure minimal pressure loss at the lowest op-
erating cost for your compressed air installation. AIRnet differentiates 
itself through innovation, flexibility and ease of installation, meeting all 
of your design and production requirements more cost effectively than 
traditional systems.

Ask our professionals for your personal quotation or 3D simulation. 
Our official partners are pleased to support you.

Find out more at the dedicated web-site: www.airnet-system.com 
More information and the full AIRnet catalogue are now available. 

72



Airnet - Advanced distribution system

General specifications

Compliancy

EN 13480 / Directive 97/23/EC and ASME B31.1
Complies with Common Pressure related approvals

PED – CE – ASME – MOL – UDT – SQL – CRN – DIR – MOM-ASME

Ø20 - 25 - 40 - 50 - 63 - 80 mm

3/4” - 1” - 11/2” - 2” - 21/2” - 3”

Performance criteria •	 Compatible with compressed air, vacuum and inert gasses such as Nitrogen.
•	 Maximum working pressure PN13 for temperatures between -20°C (-4°F) and +70°C (158°F).
•	 Vacuum level 0.13 bar (1.88 psi) absolute pressure.
•	 Operating temperature limits: -20°C (-4°F) / +70°C (158°F).
•	 Lowest allowable pressure dewpoint: -70°C (-94°F).
•	 Resistant to the effect of compressor oils (mineral oil / PAO based / Esther based oils).
•	 The AIRnet range is fire-resistant (according to UL94 HB).
•	 AIRnet pipes are resistant to direct UV radiation & fittings are resistant to indirect UV radiation.
•	 Corrosion-free.
•	 Leakage-free.
•	 Silicone-free.
•	 Oil-free applications.

•	Material PA6 with 30%
•	fiberglass injection.
•	Grip ring: stainless steel.
•	Seal NBR 70SH rubber.
•	Nominal DN diameter.

•	Aluminium alloy
•	EN-AB47100-EX.5079.
•	Grip ring: stainless steel.
•	Seal NBR 70SH rubber.
•	Nominal DN diameter.

•	Extruded aluminium ANSI B241
•	UNS alloy A96063 T5.
•	Maximum design
•	pressure indication.

Testing performances

•	 We have applied the most severe testing conditions to our product to simulate
•	 the highest industrial standards.
•	 High pressure resistance during one hour.
•	 Burst pressure to extreme high pressure.
•	 Leakage-free test based on vibration cycle at different frequencies.
•	 Leakage-free test based on pressure pulsation test.

 



Partnumber Type Comp Liters l/m cfm m3/h HP kW rpm volt/Hz phase bar Start L x W x H (mm) kg/Lb

4116023009 CPRD 8500 NS39 MT 220/60hz 2 500 827 29,2 49,6 7,5 5,5 1250 220/60 3 dol 10 2030 x 680 x 1400 280/617

4116023010 CPRD 8500 NS39 FT 220/60hz 2 500 827 29,2 49,6 7,5 5,5 1250 220/60 3 dol 10 2030 x 680 x 1400 280/617

4116023011 CPRD 8500 NS59S MT 220/60hz 2 500 950 33,5 57,0 7,5 5,5 750 220/60 3 dol 10 2030 x 680 x 1400 290/639

4116023012 CPRD 8500 NS59S FT 220/60hz 2 500 950 33,5 57,0 7,5 5,5 750 220/60 3 dol 10 2030 x 680 x 1400 290/639

The Chicago Pneumatic 
60 Hz range

Partnumber Type Comp Liters l/m cfm m3/h HP kW rpm volt/Hz phase bar Start L x W x H (mm) kg/Lb

4116022987 CPRC 250 NS11S MS 220/60hz 1 50 254 9,0 15,2 2,0 1,5 1250 220/60 1 10 dol 780 x 370 x 780 55/119

4116022988 CPRC 290 NS11S MS 220/60hz 1 90 254 9,0 15,2 2,0 1,5 1250 220/60 1 10 dol 1000 x 410 x 820 67/147

4116022989 CPRC 3150 NS11S MS 220/60hz 1 150 320 11,3 19,2 3,0 2,2 1570 220/60 1 10 dol 1380 x 420 x 950 85/187

4116022990 CPRC 3200 NS11S MS 220/60hz 1 200 320 11,3 19,2 3,0 2,2 1570 220/60 1 10 dol 1500 x 450 x 960 129/284

4116023021 CPRC 3200 NS11S MT 220/60hz 1 200 320 11,3 19,2 3,0 2,2 1570 220/60 3 10 dol 1500 x 450 x 960 129/284

Partnumber Type Comp Liters l/m cfm m3/h HP kW rpm volt/Hz phase bar Start L x W x H (mm) kg/Lb

4116022991 CPRC 3150 NS18S MS 220/60hz 1 150 387 13,7 23,2 3,0 2,2 1100 220/60 1 dol 10 1380 x 420 x 950 87/192

4116022992 CPRC 3200 NS18S MS 220/60hz 1 200 387 13,7 23,2 3,0 2,2 1100 220/60 1 dol 10 1500 x 450 x 960 131/289

4116022993 CPRC 3200 NS18S MT 220/60hz 1 200 387 13,7 23,2 3,0 2,2 1100 220/60 3 dol 10 1500 x 450 x 960 131/289

4116022994 CPRC 4200 NS18S MT 220/60hz 1 200 476 16,8 28,6 4,0 3,0 1400 220/60 3 dol 10 1500 x 450 x 960 136/300

4116022995 CPRC 4270 NS18S MT 220/60hz 1 270 476 16,8 28,6 4,0 3,0 1400 220/60 3 dol 10 1530 x 600 x 1160 143/315

4116023019 CPRC 3150 B3800B VS 220/60hz 1 150 387 13,7 23,2 3,0 2,2 1100 220/60 1 dol 10 850 x 970 x 1950 160/353

Partnumber Type Comp Liters l/m cfm m3/h HP kW rpm volt/Hz phase bar Start L x W x H (mm) kg/Lb

4116022996 CPRD 4200 NS29S MT 220/60hz 2 200 514 18,1 30,8 4,0 3,0 1400 220/60 3 dol 10 1500 x 450 x 960 140/308

4116022997 CPRD 4200 NS29S FT 220/60hz 2 200 514 18,1 30,8 4,0 3,0 1400 220/60 3 dol 10 1500 x 450 x 960 137/302

4116022998 CPRD 4270 NS29S MT 220/60hz 2 270 514 18,1 30,8 4,0 3,0 1400 220/60 3 dol 10 1530 x 600 x 1160 147/324

4116022999 CPRD 4270 NS29S FT 220/60hz 2 270 514 18,1 30,8 4,0 3,0 1400 220/60 3 dol 10 1530 x 600 x 1160 144/317

4116023020 CPRD 6270 B5900 VS 220/60hz 2 270 653 23,1 39,2 5,5 4,0 1400 220/60 3 dol 11 850 x 970 x 2100 210/462

4116023006 CPRD 6270 NS39 MT 220/60hz 2 270 653 23,1 39,2 5,5 4,0 1000 220/60 3 dol 10 1520 x 590 x 1260 180/397

4116023022 CPRD 6270 NS39 FT 220/60hz 2 270 653 23,1 39,2 5,5 4,0 1000 220/60 3 dol 10 1520 x 590 x 1260 180/397

4116023007 CPRD 6500 NS39 MT 220/60hz 2 500 653 23,1 39,2 5,5 4,0 1000 220/60 3 dol 10 2030 x 680 x 1400 250/551

4116023008 CPRD 6500 NS39 FT 220/60hz 2 500 653 23,1 39,2 5,5 4,0 1000 220/60 3 dol 10 2030 x 680 x 1400 250/551
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Partnumber Type Comp Liters l/m cfm m3/h HP kW rpm volt/Hz phase bar Start L x W x H (mm) kg/Lb

4116023009 CPRD 8500 NS39 MT 220/60hz 2 500 827 29,2 49,6 7,5 5,5 1250 220/60 3 dol 10 2030 x 680 x 1400 280/617

4116023010 CPRD 8500 NS39 FT 220/60hz 2 500 827 29,2 49,6 7,5 5,5 1250 220/60 3 dol 10 2030 x 680 x 1400 280/617

4116023011 CPRD 8500 NS59S MT 220/60hz 2 500 950 33,5 57,0 7,5 5,5 750 220/60 3 dol 10 2030 x 680 x 1400 290/639

4116023012 CPRD 8500 NS59S FT 220/60hz 2 500 950 33,5 57,0 7,5 5,5 750 220/60 3 dol 10 2030 x 680 x 1400 290/639

Partnumber Type Comp Liters l/m cfm m3/h HP kW rpm volt/Hz phase bar Start L x W x H (mm) kg/Lb

4116022987 CPRC 250 NS11S MS 220/60hz 1 50 254 9,0 15,2 2,0 1,5 1250 220/60 1 10 dol 780 x 370 x 780 55/119

4116022988 CPRC 290 NS11S MS 220/60hz 1 90 254 9,0 15,2 2,0 1,5 1250 220/60 1 10 dol 1000 x 410 x 820 67/147

4116022989 CPRC 3150 NS11S MS 220/60hz 1 150 320 11,3 19,2 3,0 2,2 1570 220/60 1 10 dol 1380 x 420 x 950 85/187

4116022990 CPRC 3200 NS11S MS 220/60hz 1 200 320 11,3 19,2 3,0 2,2 1570 220/60 1 10 dol 1500 x 450 x 960 129/284

4116023021 CPRC 3200 NS11S MT 220/60hz 1 200 320 11,3 19,2 3,0 2,2 1570 220/60 3 10 dol 1500 x 450 x 960 129/284

Partnumber Type Comp Liters l/m cfm m3/h HP kW rpm volt/Hz phase bar Start L x W x H (mm) kg/Lb

4116022991 CPRC 3150 NS18S MS 220/60hz 1 150 387 13,7 23,2 3,0 2,2 1100 220/60 1 dol 10 1380 x 420 x 950 87/192

4116022992 CPRC 3200 NS18S MS 220/60hz 1 200 387 13,7 23,2 3,0 2,2 1100 220/60 1 dol 10 1500 x 450 x 960 131/289

4116022993 CPRC 3200 NS18S MT 220/60hz 1 200 387 13,7 23,2 3,0 2,2 1100 220/60 3 dol 10 1500 x 450 x 960 131/289

4116022994 CPRC 4200 NS18S MT 220/60hz 1 200 476 16,8 28,6 4,0 3,0 1400 220/60 3 dol 10 1500 x 450 x 960 136/300

4116022995 CPRC 4270 NS18S MT 220/60hz 1 270 476 16,8 28,6 4,0 3,0 1400 220/60 3 dol 10 1530 x 600 x 1160 143/315

4116023019 CPRC 3150 B3800B VS 220/60hz 1 150 387 13,7 23,2 3,0 2,2 1100 220/60 1 dol 10 850 x 970 x 1950 160/353

Partnumber Type Comp Liters l/m cfm m3/h HP kW rpm volt/Hz phase bar Start L x W x H (mm) kg/Lb

4116022996 CPRD 4200 NS29S MT 220/60hz 2 200 514 18,1 30,8 4,0 3,0 1400 220/60 3 dol 10 1500 x 450 x 960 140/308

4116022997 CPRD 4200 NS29S FT 220/60hz 2 200 514 18,1 30,8 4,0 3,0 1400 220/60 3 dol 10 1500 x 450 x 960 137/302

4116022998 CPRD 4270 NS29S MT 220/60hz 2 270 514 18,1 30,8 4,0 3,0 1400 220/60 3 dol 10 1530 x 600 x 1160 147/324

4116022999 CPRD 4270 NS29S FT 220/60hz 2 270 514 18,1 30,8 4,0 3,0 1400 220/60 3 dol 10 1530 x 600 x 1160 144/317

4116023020 CPRD 6270 B5900 VS 220/60hz 2 270 653 23,1 39,2 5,5 4,0 1400 220/60 3 dol 11 850 x 970 x 2100 210/462

4116023006 CPRD 6270 NS39 MT 220/60hz 2 270 653 23,1 39,2 5,5 4,0 1000 220/60 3 dol 10 1520 x 590 x 1260 180/397

4116023022 CPRD 6270 NS39 FT 220/60hz 2 270 653 23,1 39,2 5,5 4,0 1000 220/60 3 dol 10 1520 x 590 x 1260 180/397

4116023007 CPRD 6500 NS39 MT 220/60hz 2 500 653 23,1 39,2 5,5 4,0 1000 220/60 3 dol 10 2030 x 680 x 1400 250/551

4116023008 CPRD 6500 NS39 FT 220/60hz 2 500 653 23,1 39,2 5,5 4,0 1000 220/60 3 dol 10 2030 x 680 x 1400 250/551

CPRC 290 NS11S MS 220/60hz, p. 26

CPRC 3150 NS11S MS 220/60hz, p. 26

CPRC 3150 B3800B VS 220/60hz, p. 30

CPRC 3200 NS 18S MT 220/60hz, p. 30

CPRD 8500 NS59S FT 220/60hz, p. 36

CPRD 4200 NS29S MT 220/60hz, p. 32

CPRD 6270 NS39 MT 220/60hz, p. 32

The 60 Hz range



The Chicago Pneumatic 
60 Hz range

4152010110 CPM3/8 M 230/60

floor

mounted

297 10,5 3 2,2 8 230/3/60

no

620 x 612 x 995 DOL 61 99
4152010111 CPM3/10 M 230/60 240 8,5 3 2,2 10 230/3/60 620 x 612 x 995 DOL 61 99
4152010112 CPM4/8 M 230/60 443 15,6 4 3 8 230/3/60 620 x 612 x 995 DOL 61 103
4152010113 CPM4/10 M 230/60 320 11,3 4 3 10 230/3/60 620 x 612 x 995 DOL 61 103
4152010114 CPM5,5/8 M 230/60 560 19,8 5,5 4 8 230/3/60 620 x 612 x 995 DOL 62 105
4152010115 CPM5,5/10 M 230/60 470 16,6 5,5 4 10 230/3/60 620 x 612 x 995 DOL 62 105
4152010116 CPM5,5/8 XM 230/60 560 19,8 5,5 4 8 230/3/60 620 x 612 x 995 Star Delta 62 105
4152010117 CPM5,5/10 XM 230/60 470 16,6 5,5 4 10 230/3/60 620 x 612 x 995 Star Delta 62 105
4152010118 CPM7,5/8 XM 230/60 697 24,6 7,5 5,5 8 230/3/60 620 x 612 x 995 Star Delta 64 110
4152010119 CPM7,5/10 XM 230/60 600 21,2 7,5 5,5 10 230/3/60 620 x 612 x 995 Star Delta 64 110
4152010120 CPM3/8 M 200L 230/60

200

297 10,5 3 2,2 8 230/3/60

no

1429 x 612 x 1300 DOL 61 155
4152010121 CPM3/10 M 200L 230/60 240 8,5 3 2,2 10 230/3/60 1429 x 612 x 1300 DOL 61 155
4152010122 CPM4/8 M 200L 230/60 443 15,6 4 3 8 230/3/60 1429 x 612 x 1300 DOL 61 157
4152010123 CPM4/10 M 200L 230/60 320 11,3 4 3 10 230/3/60 1429 x 612 x 1300 DOL 61 157
4152010124 CPM5,5/8 M 200L 230/60 560 19,8 5,5 4 8 230/3/60 1429 x 612 x 1300 DOL 62 159
4152010125 CPM5,5/10 M 200L 230/60 470 16,6 5,5 4 10 230/3/60 1429 x 612 x 1300 DOL 62 159
4152010126 CPM5,5/8 XM 200L 230/60 560 19,8 5,5 4 8 230/3/60 1429 x 612 x 1300 Star Delta 62 159
4152010127 CPM5,5/10 XM 200L 230/60 470 16,6 5,5 4 10 230/3/60 1429 x 612 x 1300 Star Delta 62 159
4152010128 CPM7,5/8 XM 200L 230/60 697 24,6 7,5 5,5 8 230/3/60 1429 x 612 x 1300 Star Delta 64 164
4152010129 CPM7,5/10 XM 200L 230/60 600 21,2 7,5 5,5 10 230/3/60 1429 x 612 x 1300 Star Delta 64 164
4152010140 CPM3/8 M 270L 230/60

270

297 10,5 3 2,2 8 230/3/60

no

1531 x 612 x 1394 DOL 61 166
4152010141 CPM3/10 M 270L 230/60 240 8,5 3 2,2 10 230/3/60 1531 x 612 x 1394 DOL 61 166
4152010142 CPM4/8 M 270L 230/60 443 15,6 4 3 8 230/3/60 1531 x 612 x 1394 DOL 61 168
4152010143 CPM4/10 M 270L 230/60 320 11,3 4 3 10 230/3/60 1531 x 612 x 1394 DOL 61 168
4152010144 CPM5,5/8 M 270L 230/60 560 19,8 5,5 4 8 230/3/60 1531 x 612 x 1394 DOL 62 170
4152010145 CPM5,5/10 M 270L 230/60 470 16,6 5,5 4 10 230/3/60 1531 x 612 x 1394 DOL 62 170
4152010146 CPM5,5/8 XM 270L 230/60 560 19,8 5,5 4 8 230/3/60 1531 x 612 x 1394 Star Delta 62 170
4152010147 CPM5,5/10 XM 270L 230/60 470 16,6 5,5 4 10 230/3/60 1531 x 612 x 1394 Star Delta 62 170
4152010148 CPM7,5/8 XM 270L 230/60 697 24,6 7,5 5,5 8 230/3/60 1531 x 612 x 1394 Star Delta 64 175
4152010149 CPM7,5/10 XM 270L 230/60 600 21,2 7,5 5,5 10 230/3/60 1531 x 612 x 1394 Star Delta 64 175
4152010130 CPM3/8 D M 200L 230/60

200

297 10,5 3 2,2 8 230/3/60 A1 230/1/60 1429 x 612 x 1300 DOL 61 187
4152010131 CPM3/10 D M 200L 230/60 240 8,5 3 2,2 10 230/3/60 A1 230/1/60 1429 x 612 x 1300 DOL 61 187
4152010132 CPM4/8 D M 200L 230/60 443 15,6 4 3 8 230/3/60 A1 230/1/60 1429 x 612 x 1300 DOL 61 191
4152010133 CPM4/10 D M 200L 230/60 320 11,3 4 3 10 230/3/60 A1 230/1/60 1429 x 612 x 1300 DOL 61 191
4152010134 CPM5,5/8 D M 200L 230/60 560 19,8 5,5 4 8 230/3/60 A1 230/1/60 1429 x 612 x 1300 DOL 62 193
4152010135 CPM5,5/10 D M 200L 230/60 470 16,6 5,5 4 10 230/3/60 A1 230/1/60 1429 x 612 x 1300 DOL 62 193
4152010136 CPM5,5/8 DX M 200L 230/60 560 19,8 5,5 4 8 230/3/60 A1 230/1/60 1429 x 612 x 1300 Star Delta 62 193
4152010137 CPM5,5/10 DX M 200L 230/60 470 16,6 5,5 4 10 230/3/60 A1 230/1/60 1429 x 612 x 1300 Star Delta 62 193
4152010138 CPM7,5/8 DX M 200L 230/60 697 24,6 7,5 5,5 8 230/3/60 A1 230/1/60 1429 x 612 x 1300 Star Delta 64 198
4152010139 CPM7,5/10 DX M 200L 230/60 600 21,2 7,5 5,5 10 230/3/60 A1 230/1/60 1429 x 612 x 1300 Star Delta 64 198
4152010150 CPM3/8 D M 270L 230/60

270

297 10,5 3 2,2 8 230/3/60 A1 230/1/60 1531 x 612 x 1394 DOL 61 198
4152010151 CPM3/10 D M 270L 230/60 240 8,5 3 2,2 10 230/3/60 A1 230/1/60 1531 x 612 x 1394 DOL 61 198
4152010152 CPM4/8 D M 270L 230/60 443 15,6 4 3 8 230/3/60 A1 230/1/60 1531 x 612 x 1394 DOL 61 202
4152010153 CPM4/10 D M 270L 230/60 320 11,3 4 3 10 230/3/60 A1 230/1/60 1531 x 612 x 1394 DOL 61 202
4152010154 CPM5,5/8 D M 270L 230/60 560 19,8 5,5 4 8 230/3/60 A1 230/1/60 1531 x 612 x 1394 DOL 62 204
4152010155 CPM5,5/10 D M 270L 230/60 470 16,6 5,5 4 10 230/3/60 A1 230/1/60 1531 x 612 x 1394 DOL 62 204
4152010156 CPM5,5/8 DX M 270L 230/60 560 19,8 5,5 4 8 230/3/60 A1 230/1/60 1531 x 612 x 1394 Star Delta 62 204
4152010157 CPM5,5/10 DX M 270L 230/60 470 16,6 5,5 4 10 230/3/60 A1 230/1/60 1531 x 612 x 1394 Star Delta 62 204
4152010158 CPM7,5/8 DX M 270L 230/60 697 24,6 7,5 5,5 8 230/3/60 A1 230/1/60 1531 x 612 x 1394 Star Delta 64 209
4152010159 CPM7,5/10 DX M 270L 230/60 600 21,2 7,5 5,5 10 230/3/60 A1 230/1/60 1531 x 612 x 1394 Star Delta 64 290

Partnumber Type Liters l/m cfm HP kW bar volt Dryer volt L x W x H (mm) Start dB(A) Kg
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CPM3/10 M 230/60: Floor Mounted, p. 40

CPM4/10 M 270L 230/60: Receiver Mounted 270L, p. 42

CPM4/10 D M 200L 230/60: Receiver Mounted 200L + Dryer, p. 44

The 60 Hz range



The Chicago Pneumatic 
60 Hz range

4152010418 CPM10/8 XB 230/60        

floor

mounted

1008 35,6 10 7,5 8 230/3/60

no

810 x 650 x 995 Star Delta 66 167

4152010419 CPM10/10 XB 230/60        920 32,5 10 7,5 10 230/3/60 810 x 650 x 995 Star Delta 66 167

4152010420 CPM10/13 XB 230/60        557 19,7 10 7,5 13 230/3/60 810 x 650 x 995 Star Delta 66 167

4152010421 CPM15/8 XB 230/60        1428 50,4 15 11 8 230/3/60 810 x 650 x 995 Star Delta 68 180

4152010422 CPM15/10 XB 230/60       1310 46,3 15 11 10 230/3/60 810 x 650 x 995 Star Delta 68 180

4152010423 CPM15/13 XB 230/60       887 31,3 15 11 13 230/3/60 810 x 650 x 995 Star Delta 68 180

4152010424 CPM20/8 XB 230/60        1750 61,8 20 15 8 230/3/60 810 x 650 x 995 Star Delta 69 189

4152010425 CPM20/10 XB 230/60       1650 58,3 20 15 10 230/3/60 810 x 650 x 995 Star Delta 69 189

4152010426 CPM20/13 XB 230/60       1190 42,0 20 15 13 230/3/60 810 x 650 x 995 Star Delta 69 189

4152010439 CPM10/8 X 270L 230/60

270

1008 35,6 10 7,5 8 230/3/60

no

1533 x 650 x 1352 Star Delta 66 202

4152010440 CPM10/10 X 270L 230/60 920 32,5 10 7,5 10 230/3/60 1533 x 650 x 1352 Star Delta 66 202

4152010441 CPM15/8 X 270L 230/60 1428 50,4 15 11 8 230/3/60 1533 x 650 x 1352 Star Delta 68 215

4152010442 CPM15/10 X 270L 230/60 1310 46,3 15 11 10 230/3/60 1533 x 650 x 1352 Star Delta 68 215

4152010443 CPM20/8 X 270L 230/60 1750 61,8 20 15 8 230/3/60 1533 x 650 x 1352 Star Delta 69 224

4152010444 CPM20/10 X 270L 230/60 1650 58,3 20 15 10 230/3/60 1533 x 650 x 1352 Star Delta 69 224

4152010463 CPM10/8 X 500L 230/60

500

1008 35,6 10 7,5 8 230/3/60

no

1935 x 650 x 1483 Star Delta 66 292

4152010464 CPM10/10 X 500L 230/60 920 32,5 10 7,5 10 230/3/60 1935 x 650 x 1483 Star Delta 66 292

4152010465 CPM10/13 X 500L 230/60 557 19,7 10 7,5 13 230/3/60 1935 x 650 x 1483 Star Delta 66 292

4152010466 CPM15/8 X 500L 230/60 1428 50,4 15 11 8 230/3/60 1935 x 650 x 1483 Star Delta 68 305

4152010467 CPM15/10 X 500L 230/60 1310 46,3 15 11 10 230/3/60 1935 x 650 x 1483 Star Delta 68 305

4152010468 CPM15/13 X 500L 230/60 887 31,3 15 11 13 230/3/60 1935 x 650 x 1483 Star Delta 68 305

4152010469 CPM20/8 X 500L 230/60 1750 61,8 20 15 8 230/3/60 1935 x 650 x 1483 Star Delta 69 314

4152010470 CPM20/10 X 500L 230/60 1650 58,3 20 15 10 230/3/60 1935 x 650 x 1483 Star Delta 69 314

4152010471 CPM20/13 X 500L 230/60 1190 42,0 20 15 13 230/3/60 1935 x 650 x 1483 Star Delta 69 314

4152010484 CPM10/8  DX 270L 230/60

270

1008 35,6 10 7,5 8 230/3/60 A3 230/1/60 1533 x 650 x 1352 Star Delta 66 245

4152010485 CPM10/10 DX 270L 230/60 920 32,5 10 7,5 10 230/3/60 A3 230/1/60 1533 x 650 x 1352 Star Delta 66 245

4152010486 CPM15/8  DX 270L 230/60 1428 50,4 15 11 8 230/3/60 A4 230/1/60 1533 x 650 x 1352 Star Delta 68 259

4152010487 CPM15/10 DX 270L 230/60 1310 46,3 15 11 10 230/3/60 A4 230/1/60 1533 x 650 x 1352 Star Delta 68 259

4152010488 CPM20/8  DX 270L 230/60 1750 61,8 20 15 8 230/3/60 A4 230/1/60 1533 x 650 x 1352 Star Delta 69 277

4152010489 CPM20/10 DX 270L 230/60 1650 58,3 20 15 10 230/3/60 A4 230/1/60 1533 x 650 x 1352 Star Delta 69 277

4152010508 CPM10/8 DX 500L 230/60

500

1008 35,6 10 7,5 8 230/3/60 A3 230/1/60 1935 x 650 x 1483 Star Delta 66 335

4152010509 CPM10/10 DX 500L 230/60 920 32,5 10 7,5 10 230/3/60 A3 230/1/60 1935 x 650 x 1483 Star Delta 66 335

4152010510 CPM10/13 DX 500L 230/60 557 19,7 10 7,5 13 230/3/60 A3 230/1/60 1935 x 650 x 1483 Star Delta 66 335

4152010511 CPM15/8 DX 500L 230/60 1428 50,4 15 11 8 230/3/60 A4 230/1/60 1935 x 650 x 1483 Star Delta 68 349

4152010512 CPM15/10 DX 500L 230/60 1310 46,3 15 11 10 230/3/60 A4 230/1/60 1935 x 650 x 1483 Star Delta 68 349

4152010513 CPM15/13 DX 500L 230/60 887 31,3 15 11 13 230/3/60 A4 230/1/60 1935 x 650 x 1483 Star Delta 68 349

4152010514 CPM20/8 DX 500L 230/60 1750 61,8 20 15 8 230/3/60 A4 230/1/60 1935 x 650 x 1483 Star Delta 69 367

4152010515 CPM20/10 DX 500L 230/60 1650 58,3 20 15 10 230/3/60 A4 230/1/60 1935 x 650 x 1483 Star Delta 69 367

4152010516 CPM20/13 DX 500L 230/60 1190 42,0 20 15 13 230/3/60 A4 230/1/60 1935 x 650 x 1483 Star Delta 69 367

Partnumber Type Liters l/m cfm HP kW bar volt Dryer volt L x W x H (mm) Start dB(A) Kg
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CPM10/10 XB 230/60: Floor Mounted, p. 48

CPM10/13 X 500L 230/60: Receiver Mounted 500L, p. 50

CPM15/10 DX 270L 230/60: Receiver Mounted 270L + Dryer, p. 52

The 60 Hz range



The Chicago Pneumatic 
60 Hz range

Partnumber Type Comp Liters l/m cfm m3/h HP kW rpm volt/Hz phase bar Start L x W x H (mm) kg/Lb

4116023013 CPRD 10500 NS59S MT 220/60hz 2 500 1210 42,7 72,6 10,0 7,5 950 220/60 3 dol 10 2030 x 680 x 1400 295/650

4116023014 CPRD 10500 NS59S FT 220/60hz 2 500 1210 42,7 72,6 10,0 7,5 950 220/60 3 dol 10 2030 x 680 x 1400 295/650

Partnumber Type Comp Liters l/m cfm m3/h HP kW rpm volt/Hz phase bar Start L x W x H (mm) kg/Lb

4116023015 CPRD 11500 NS39 FT 220/60hz 2 500 1300 45,9 78,0
5,5
+

5,5

4
+
4

1000 220/60 3 dol 10 2070 x 680 x 1300 400/882

4116023016 CPRD 15500 NS59S FT 220/60hz 2 500 1900 67,1 114,0
7,5
+

7,5

5,5
+

5,5
750 220/60 3 dol 10 2450 x 660 x 1400 406/895

4116023017 CPRD 20500 NS59S FT 220/60hz 2 500 2420 85,5 145,2
10
+
10

7,5
+

7,5
950 220/60 3 dol 10 2450 x 660 x 1400 426/939

4116023018 CPRD 20900 NS59S FT 220/60hz 2 900 2420 85,5 145,2
10
+
10

7,5
+

7,5
950 220/60 3 dol 10 2650 x 950 x 1770 586/1292

Partnumber Type m³/h cfm kW volt/Hz bar Refrig. gas Connection gas L x W x H (mm) kg

4102001422 DRYER CPX  10 - 230/60 CE 21 12,4 0,17 230/1/60 16 R134A 3/4" M 350 x 500 x 450 19

4102001423 DRYER CPX  20 - 230/60 CE 36 21,2 0,17 230/1/60 16 R134A 3/4" M 350 x 500 x 450 19

4102001424 DRYER CPX  30 - 230/60 CE 51 30,0 0,22 230/1/60 16 R134A 3/4" M 350 x 500 x 450 20

4102001425 DRYER CPX  40 - 230/60 CE 72 42,4 0,30 230/1/60 16 R134A 3/4" M 350 x 500 x 450 25

4102001426 DRYER CPX  60 - 230/60 CE 110 64,4 0,36 230/1/60 16 R134A 3/4" M 350 x 500 x 450 27

(1) Reference conditions: Operating pressure: 7 bar / 100 psi - Operating temperature: 35° - Room temperature: 25° - Pressure dewpoint: + 3°C +/- 1

(1) (1)
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Partnumber Type Comp Liters l/m cfm m3/h HP kW rpm volt/Hz phase bar Start L x W x H (mm) kg/Lb

4116023013 CPRD 10500 NS59S MT 220/60hz 2 500 1210 42,7 72,6 10,0 7,5 950 220/60 3 dol 10 2030 x 680 x 1400 295/650

4116023014 CPRD 10500 NS59S FT 220/60hz 2 500 1210 42,7 72,6 10,0 7,5 950 220/60 3 dol 10 2030 x 680 x 1400 295/650

Partnumber Type Comp Liters l/m cfm m3/h HP kW rpm volt/Hz phase bar Start L x W x H (mm) kg/Lb

4116023015 CPRD 11500 NS39 FT 220/60hz 2 500 1300 45,9 78,0
5,5
+

5,5

4
+
4

1000 220/60 3 dol 10 2070 x 680 x 1300 400/882

4116023016 CPRD 15500 NS59S FT 220/60hz 2 500 1900 67,1 114,0
7,5
+

7,5

5,5
+

5,5
750 220/60 3 dol 10 2450 x 660 x 1400 406/895

4116023017 CPRD 20500 NS59S FT 220/60hz 2 500 2420 85,5 145,2
10
+
10

7,5
+

7,5
950 220/60 3 dol 10 2450 x 660 x 1400 426/939

4116023018 CPRD 20900 NS59S FT 220/60hz 2 900 2420 85,5 145,2
10
+
10

7,5
+

7,5
950 220/60 3 dol 10 2650 x 950 x 1770 586/1292

CPRD 10500 NS59S FT 220/60hz, p. 54

DRYER CPX, p. 60

CPRD 25900 NS89 FT Y 220/60hz, p. 58

CPRD 20900 NS59S FT 220/60hz, p. 58

The 60 Hz range







www.cp.com

DISTRIBUTED BY 
The ‘original part’ identification confirms that these compo-
nents passed our strict test criteria. All parts are designed to 
match the compressor and are approved for use on the spec-
ified compressor. They have been thoroughly tested to obtain 
the highest level of protection, extending the compressors’ 
lifetime and keeping the cost of ownership to an absolute 
minimum. No compromises are made on reliability. The use 
of ‘original part’ certified quality components helps ensure 
reliable operation and will not impact the validity of your war-
ranty, unlike other parts. Look for your quality assurance.

Original parts. 
Your quality assurance.

Industrial & vehicle service tools

Chicago Pneumatic: full offer, global presence

Paving equipmentConstruction tools Industrial compressorsPortable compressors and generators

© 2010, Chicago Pneumatic. All rights reserved. All mentioned brands, product names, company names, trademarks and service marks are the properties of their respective owners.
Our products are constantly being developed and improved. We thus reserve the right to modify product specifications without prior notice.
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